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,---------IMPORTANT SAFETY NOTlCE-----------,
I11III3 lndicilus 1/ pouibiliry ofMnollaJ injury or loss of /jf~ if instructions ilU /lot follok'td.

ICA urlONI Ifldicatts /I pollibility of~uipmentdamage i[instructiom IIU not [o/Iowtd.

Detailed descriptions of n""da,d work$hopproc:edures,safery principles""dwrvic:eoperatiorlSaf. nOI ineluded.ltis
important to note that this manual contilins JOIrnI warnings and cautions against SOmf speeific $8fVice methods whieh
could UU$e PERSONAL INJURY to service personnel or could damage a vehicle or fe11der it unslfe, Please UIlderstarw:l
that those warnings could not cover all conceivable ways in which service, whorther or not recommended bv Honda mi~t
be done or of the possible !'laz.rdOU$ consequences of each conceivable way, nor could Honda investigate all such WilVS.

Anyone using service proeedures or tools, whether or not recommended bV Honda mUir "ridy him$l1/f th(}l'(}(Ighlylhat
neither persoml safety nor V1Ihicle $Ilfety will be jeop.ardized by 1M service ml'thod or tools selected.
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HOW TO USE THIS MANUAL

Follow the Maintenance Schedule recom­
mendations for each model year to ensure that
the vehicle is in peak operating condition and
the emission levels are within the US
Enviromental Protection Agency standards. Per­
forming the fim scheduled maintenance is very
important. It compensates for the initial wear
that occurs during the break·in period.

CONTENTS
GENERAL INFORMATION

LUBRICATION

INSPECTION AND ADJUSTMENT

FUEL SYSTEM

..
IJ
11

TROUBLESHOOTING

HYDRAULIC BRAKE

FRONT WHEEl/SUSPENSION

m
m

IGNITION SYSTEM

BATTERY/CHARGING SYSTEM

SWITCHES

ELECTRIC STARTER

ENGINE REMOVAL/INSTALLATION IJ
CYLINDER HEAONALVE I!I
CYLINDER!PISTON III
CLUTCH (Includes removal of pulser generator'lI

GEAR SHIFT LINKAGE •

CRANKCASE 1m:
TRANSMISSION/Oil PUMP ID
CRANKSHAFT/PRIMARY SHAFT

~=TE=C=H=NI=C=A=L=FE=A=T=UR=E=S=====~m

~=R=EA=R=W=H=E=E=L/=SU=SP=E=N=S='O=N=~~=~DI

If you don't know the source of the trouble, go
to section 21, TROUBLESHOOTING.

ALL INFORMATION, ILLUSTRATIONS,
01 RECTIONS AND SPECI FICATIONS IN­
CLUDED IN THIS PUBLICATION ARE
BASED ON THE LATEST PRODUCT IN­
FORMATION AVAILABLE AT THE TIME
OF APPROVAL FOR PRINTING. HONDA
MOTOR CO., LTD. RESERVES THE RIGHT
TO MAKE CHANGES AT ANY TIME WITH·
OUT NOTICE AND WITHOUT INCURRING
ANY OBLIGATION WHATEVER.

NO PART OF THIS PUBLICATION MAY
BE REPRODUCED WITHOUT WRITTEN
PERMISSION.

Refer to section 22 for 1980 service infor­
mation.

Find the section you want on this page, thoo
tum to the table of contents on page 1 of that
section.

If you are not familiar with this motorcycle,
reCld the TeCHNICAL FEATURES in section
20.

Most sections start with an 8zemblv or system
illustration, service information and trou­
bleshooting for the section. The subsequent
pages give detailed procedures.

HONDA MOTOR CO., LTD.
SERVICE PUBLICATIONS OFFICE

Sections 1 through 3 apply to the whole
motorcycle, while sections 4 throu!tl 19 de­
scribe parts of the motorcycle, grouped accord­
ing to location.

'80 CBX ADDENDUM

DateD! Issue: Sept., 1979
C!HONDA MOTOR CO., LTO.



MOOEl IDENTIFICATION

TIl. Inlme serial num~ is sumped on the right sid!! of
(he ueering hit".

CiiJ\HONDA
~ CIX

The vehicle identification number (VIN) is on th,l,ft
side of thesleering heild.

The C3fburelor identification number is on the left of
the earburetor body.

RevisedM..-dl1979
CHONDA MOTOR CO.. LTD.
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GENERAl SAFETY

IlIIlm1II
If the III/gine must be mnl/inl to do SQml! work, make
SlIfe 'he area is weU-~tIltrJattd. Ntl'tf mn the ("pl/t!

In a closed area. The e;>chausr contains poisonous
corbonmol/Qxidegll!i.

IlIIlm1II
G<Jso/ine is txrrel1Mly jlamf1l(lbJe and is explo:si~e

undtr certuin conditions. Do nOl smob Of aflow
jklmestl/'JptlTla in your workintarta.

SERVICE RULES

IlIIlm1II
• The baff~y r!lectrolyrecontaim$ul{urlellCld,/'rf)recr

your eyes, skin and clothing. In alse ofCOl/toe!, Push
thoroulhly with water and call a doctor If your eyes
weret!xposed•

• The battery ,enerotes hydro~1/ gus which can be
highly f!xplosi~. Do not smoke or allow flames or
s{J(lr/q I/ttlf (he barrery. t!speciuUy ""hlfe C/UP'IIn,lt.

1. USe genuine HONDA or HONDA'1'ecommendlld pans and lubricanu or theil equrvalent. Paru that do not meet HONDA's
design specifications may da~themotorevcle.

2. uw the speeial tools design«! for this product.
3. Install rMW gaoskl!ts, O-iings, cotter pins, loek plates,I!tl:. when reassembling.
4. When torquing bolts or nuts, begin with 18rger.(tiameter ~ inner bolt filU. end tighten to the specified torque diagonally,

un'-.pncularsequenceissper:ifitd.
5. ClelinparuincleaniogsolventupondiSMSembly.LubricateanyslidingsurfacesbeforereallSelT1blv.
6. When lnstllliing 2 new oil se2I, mIIke sure that the sealing lip is lubricated with grease. If an oil Sl!lllind related paru have

beeI'I wtshed,apply propergruse to the lip of the oil seal.
7. Aft~ reauembly, checl<. all paru for proper inSlall2tion and opl!rltion.
8. Use onlv metric tools when servicing this motofl:vcle. Metric bolts, nuts, and 5Cl"twS are not interehan~ablewith Enl;llish

fasteners. The use of incorrect IDOls and fasteners mav dllmage the motorcycle.

Daleofh,lf,je:Merch,1978
ClHONDA MOTOR CO., LTD. 1-1



SPECIFICATIONS

DIMENSIONS

ITEM

Qv....UIefagth
Over.llwidth
Over.llh.ight
Whlltlbase
Seethei!tot
Foot peg height
Groondclearllnal
Ory'Migilt

GENERAL INFORMATION

2,220mm (87,4 in)
885 mm (34.8 in)

l,175mm(46.3in)
1,495 mm (58.9 in)

810mm(31.9inl
330mm(13.0inl
150 mm (5.9 in)
249 kg (548.9 b)

~HONDA
~ CBX

FRAME

ENGINE

CARBURETION

1-2

TV"
FrontlU5penSion, tnvel
Re.-wspension,trrJel
Front tir'lize
Re.-tiresi:m

I
UptD90 kll

Cold tire (200 Ibsllolld
pressurl$ Upto"w,icle

QIPllCityload

F,bnlk',liningloWllptrea
R. bnkelining, swept wee
Fuelcepec:ity
F...elrl$«lllcapecity
Cesterengll
Trail
Front fork oil CilPilcity

Typo
Cylind.........""nt
Bor.lIIldstroke
Displacement
ComPffllionr,tlo
V.lYetrain
Muimum honepower
Mulmumtorque
011 capacity
Lubricationrvst.m
Air filtration
Cylinder compression
Illtakavaive Opens

CI05eS
Exhaul1v.lve Opens

CI_
Valveclearal1Ce

El'lgil'leweight
Idlelpeed

Carburatortype
Identification number
P1lotscrIW
Floatl....el

Beck·bane Style Oi.mond·configuratiorl Structure
TelescopicfOl'k 160mm(6.3inl
SwingllllTl l00mmt3,9inl
3.50H19(4PRI
4.25H18 (4f'A)

2.0kg,lcm2 (28 psi}

2.8kg,lcm2 (40 psi)

2.okg,lan2 (28 psi)

2.8 kg,lcm2 (40 psil

Dooblediscbnk.
Singledilcbrllke
20.0 liters (5.28 US 11111

5.0!Mrs (1.32 US gsll
62~30'

120mm (4.7 inl
177-182cc (6.0-6.2 onl
151-162cc(5.3-5.5on)etdreining

Air cooled 4-stroke
VertJQIlpWalielsix
64.5 x 53,4 Iflm (2.54 x 2.10 inl
1047g;; (63.89 cu 11'11
9.3: 1
ChilifldrivunD.O.H.C.4valva
103.0 BHP!9,OOO rpm
8.5 kg·m (61,5 fHb)I8,OOO rpm
5.5litefl (5.8 USqtl
Wet sump dual pump system with oil cooler
Oiledpolyuretl18l'llform
12,0±1.0kglcm2 (170±14psi)
5° (BTDC) at 1 mm lift, 58° (STDC) lit 0 lift
40° (ASDC) at 1 mm 11ft, 115" (ABDC) at 0 lift
40° (BBDC) III mm 11ft, B4" (BBDCl at 0 lift
5° (ATDCI at 1 mm 11ft, 71" (ATDC) a1 0 lift

~~: } 0.08 mm (0.003 In) ~:~; ~~ ::~::: :~:
106kg(234lb)
9OO± 100rprn

VBtype,2Bmm(1.1 inlvln1urllxlre
VB60A
Refer to 4-26.
15.5mm(O.61 ill)

Date of Issue: Maro:h, 1978
CJHONDA MOTOR CO., LTD.



Ciff\aoNDA
~ CIX GENERAL INFORMATION

I
DRIVETRAIN Clutch

Tral1$lTli$$ion
Primaryreduetion
Gear ratio I
Gearratloll
Gearratiolll
Gear ratio IV
GearfatioV
Final reduction
Gearshift.,.,mm

Wet,multi-plate
5-speedconstant<rnesh
2.269
2.438
1.750
1.391
1.200

1.037
2.333(15/35)
left fool operated return Iystem

TronsistOlim:l

lOG BTOC at 900:1: 100 rpm idle
41° 8TDC It 8,000 rpm
St3rting motor only
nne phase A.C. generator 0.35 kwl5.000 rpm
12V -lBAH

ELECTRICAL lV'ition
llll"lition timing'''F'' milrk
Fulladv;Jnc:e

SUrtingsystllm
G....,~

Baneryeapaeity
!>park plug

I ): Canada Model
Fo<DOlddl","a­5"c,.tOF

NO I tK;K

XnEWj 07EA

ND I NGK

X2US~L08EA X27E5-U1 D9EA

CX2IE~.CDR8~ I

LIGHTS

s.-kpluggap

Headlightllow/highbeaml
TalVstoplight
Turnlignal light (frontlrearl
S~omllter"li\llt

T8Chometerlq.t
Neutraliooicator
Turn sigoal indicator
High beam indicator
Running light

0.6-0.7 mm 10.024--0.028 in)

55160W H4 BULB (Philips 12342199, or equivalent)
3/32 cp SAE NO. 1157

'32/32cp SAE NO. F. 1034, R. 1073
2cpSAE NO. 51
2cpSAE NO. 57
2cpSAE NO. 57
2cp$AE NO. 57
2 o::p SAE NO. 57
3 o::p SAE NO. 1073

Date of Issue: Saplember, 1978
o HONDA MOTOR CO.. LTO. 1-3



~HONDA
GENERAL INFORMATION CB X

TORQUE VAlUES
• ENGINE

a'IY Thread Oia (mml TOfquekg-m(ft·lbj Remarks

Cylioderhead COVI!I' 8 6 c.8-I.l1 6-- 9) "'Cam holde' 32 6 1.2-1.419-101 rApply molybdltnumdisulfied
Cyliode.head 8 10 3.2-3,4(23~25)

Cylinder head 10 8 1.9-2.1 (14-15)
) base grea'eto threads and

Cam sprocket 4 7 1.4-1.6110-12)
lundersideofnuts

Spark plug 6 1.2-1.6( 9-12) { Apply molybdenum disulfied
Crankcase 6 2.3-2.7(17-20) ba$e lJ'ease to threadsar'ld
A.C.generator 1 14 3.6-4.4(26-32) underside 01 oolts
Primary shalt drille gear 1 22 4.0-5.0 (29-361
Primary shaft driven sprocl<et 1 38 See page 12-18
Mainshaf' 1 25 4.5-5.5 (33-401
D,i.-esprockRl 1 10 3.3-3.7(24-271
Connecting rod nut " 6 2.8-3.2(20-231
Oil lilter center bolt 1 20 2.7-3.3(20-241
Oilpr~rl!swilch 1 1.&-2.0111-15) Apply THREE-BONO
Neutral switch 1 10 1.1-1.5( 8-111
Oildra'nbolt 1 12 2.8-3.2(20-231
Qilp;pe 1 8 1.8-2,2113-16)
Oil pipe 1 10 2.0-2.4114-171

• CHASSIS "'
O'ty Thread Dia(mm) Torquekg'm(ft-Ib)

Stl!<!fing~temnut 1 24 8.0-'2,0 (58-871
Sleeringhandiebar 2 8 2.8-3.2 !20-23)
Front fork lOP bridge 2 7 0.9....:1.3! 7- 9)
Front fork bolt 2 31 2.0-3.0(14-22)
Frontaox!enut 1 12 5.5-6.5(40-41)
Front/re. brake disc 10 8 2.7-3.3120-24) UBS
8rake hose bolt 5 10 2.5-3.5(18-25)
Rura"le 1 18 8.0-10.0158-721
Finalctrivllnsprockel 5 12 a0-10.0158---72) UBS
Swingarmpivolnut 1 14 6.0-1,0143-51)
Seal strap 2 6 0,8-0.95 ( 5- 1) ,
Engi .... ha~nut 3 14 9,0-10.0165-12)
Air cleaner inlet duet 2 5 0.3-0.6 ( 2- 41
Heootopthread 1 26 0.8-1.2 ( 5- 9)

Torque specifications listed above are for the mon Important tl\)htenlng POints. If a torque SpeelflClltlDrl 1$ not listed, fOllow
the standards given below,

STANDARD TORQUE VALUES

5 mmbolt, nut

6mmbolt,nut

8mmbott,nut

10mmboh:,nut

12mmboll,nut

1-4

0.45-0.6 (3.3-4.31

0.8-1.2(6-91

1.8-2.5113-18)

3.Q-.4.0(22-29)

5.0-6.0(36--431

5mmsc:rew

6 mm flange boll, nut

8mmfllngebotl.nut

10mm flange bolt. nut

Torquekltmlft-lbl

O.35-<l.512.5-3.6)

0.1-1.1(~1

1.0-1.4P-l0)

2.4-3.0(17-22)

3.Q-.4.0122-291

Revised March 1979
10 HONDA MOTOR CO., LTD.



~HONDA
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SPECIAL TOOLS/COMMON TOOLS

GENERAL INFORMATION

• SPECIAL TOOLS (Newly provided)
CB X SPECIAL TOOL SET No. 07900-4220101 (Includes special Tool case)

a'ty Ref'PiIge

Oilpre5SUregal.lgf!8ttachmeot
Carbur~CM" throttle-.nch
Carburetor pilOl5CJ"ewwrench

Lock nut wrencn
Prirnary geer holder
Piston r;ny compreswr

Valve lifter holder
Oegreewheel
Velve lifter hole prolector
Pin spanner 55 mm

• SPECIAL TOOLS (Other models)

Tool Name

Vecuum !illuge set

Oilpressureg.aug8
Snap ring pliers

Sleerin!luemsockel
6mmhell.wrenct>
Primary sh.aft hokIe,

Race bearing rernoYH

Steering stem drive,­
Bearing dr;ver ettaehmenl
f'inonbas.e
Valve guide reamer (5.5mm)

Revised March 1979
() HONDA MOTOR CO., LTD.

07510-4220100
07908--422'0100
07908--4220201
07916---4220000
07924--4250000
07954--4220000
07964--4220001
07974--4220001
07999--4220000
07902--4220000

07504--3000100
(H!C No. 20176)
07506-300000o
07914-3230001
07916-3710100
07917-3230000
07924--6340300
07946-3710500
07946":3710600
07946-3710700
07958-2500001
07984-2000000

Q"'Y

2-3
3~.4-12

4-26
8--4,8-11
8-7,8--8
7-8
3-11
3-8
6-12.6-18
12-3.12-18

Ref.pa!JII

3-7

2-3
15--8,15-15
13-27
13-20,13-23
12-18
13-26
13-26
13-27
7-8
6-14,6-16

1-5



• COMMON TOOL

GENERAL INFORMATION

~HONDA
~ cax

~"'ionlrtt
lCommon tool _ Spetiol 'ooll

' .... I..... lIOlJlIII

PinsplllVlor

Aeu;ne, ""eneh IAl

LQcknUlwren<h"'cl<et
126~30mml

07401_(I()1oooo

01702-(1()loooo

01710-0010100

07710_0010300

01710-0010401

"'--4,14-7

13_15,13--17

13-15,13-17,
14_4,14_7

13-25,13-28

VeNelprlngcompresoo< 07951-329l1OO1

Un'-'alho_

V.I.....ida, C5.5mm!

~ng don- (32 .. 35l

B.ringdon-ou'.137~-o1

Beari"lldr_ou I.2~.71

Beari,.dri_ou (52 .. 551

a.n...,em- OU'''' (62 .. 681
8Mringd.-~handle(CI

Btao-ingd.-i_innor125 mml

B_ingdoi_'nnor130 mml

Baoringdo;v.,.pilo,115mm!

e_lngclrivorpilo,(:lOmml

BHrlngdriverpilot(25 mml

~ron' 10,koil 1d,iver body

~,<>nt forkoil I.ltat;h....n' (El

IJU,ingdri_handleIA)

Ve~."..ingcomprlUO'

s.-k_compr.....

07716-0020500

07715-(1()IOIOI

07742-(1()10100

07745--0010100

07746-0010200

07746-0010300

07746-001~

on46-00101!00

07746-0030100

07746-0030200

07146-0030300

07746-0040300

07746--0040&10

07746_0040600

07741-0010100

07747-0010600

07749-0010000

07757-0010000

07959-3290001

FI...-holder

V.I......ldedol_

B_Ing<lrlver

B.n"lldo~

a-i"llOr;'"

-w.gdo;'"

07923-()4()(l()(l(l

07942-3290100

07945-l1150200

13-25,13-28.-,
6-15.6-16,6-,
12-15,1&-7

13-17

12-16,14-6

,<-<
11_13,12_16

12-16

11-13

13-17

><-<
12-15,12-16,

><-<
13-22

13-21

12-15.12-16,
13_17
14-.(;,16--7

6_12.6--18

14-9.14-10

1-6 Relli$lldMlIrch 1979
Cl HONDA MOTOR CO.• LTD.
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MAIN FUSE 2-P COUPLER
IREDI

ReAR SRAKE SWITCH 2-P COUPLER
(SLACKI

REGULATOR/RECTIFIER 4-P COUPLER

SPARK UNIT2-P CO~~~~~ . REGULATOR!
ISROWNI RECTIFIER

WARNING SWITCH '2-PCOUPLER
(GREEN)

STARTER MAGNETIC SWITCH 2-P COUPLER
(WHITEl

1-8

GENERAL INFORMATION

CABLE AND HARNESS RDUTINGI

LEFT TURN SIGNAL WIRES

F'\WI
FUSE8J

",,)9UP

11~FUSE 8

)))'j'
~/'-_'--.J:: L;~ HAND.

WIRE " SWITCH8-P!l
HARNESS~(WHITE)

RIGHT HANDLEBAR ti"
SWITCH 9-P I Connect to horn belor~
COUPLER (WHITE) in$talling headlight1



GENERAL INFORMATION

CABLE AND HARNESS ROUTING

HOMETER
LE

hamessdetumposition
whitetill)e with frontJ

of braekeI

LEFT TURN SIGNAL WIRES

FSE\W,""
FUSE BOX 2-P
COUPLER (WHITEI
. \

_FUSE BOX 3-P

\))COJUPLER !WHITEl

/
~/'-----"'O-i LEFT HANDLEBAR

WIRE {: SWITCH8-PCOUPLER,
HARNESSn--- (WHITE)

T HANDLEBAR tl \i
P~~:I~HIT:J l ~~~~gl~e~;~~~~:

,--

~HONDA
~ cax

WIRE BANDS
THROTTLE CABLES

RIGHT HANDLEBAR SWITCH WIRES

THROTTLE CABLES

Date of Issue: $errtl!mber.197B
Cl HONDA MOTOR CO., LTD.



~Ofm the PR E·RIOE INSPECTION in Itle Own.', Manual al every maintenance period.
I : INSPECT, CLEAN. ADJUST, LUBRICATE, OR REPLACE IF NECESSARY.
C: CLEAN
R: REPLACE
A: ADJUST
L: LUBRICATE

Cii!\HONDA
~ CBX

MAINTENANCE SCHEDULE

GENERAL INFORMATION

•
WHICHEVER ODOMETEA READING [NOTE (3)]

~
OCCURS ..

il/b~fl/ll/ll/ll!
FIRST

+
ITEM EVERY

~ ...,~ ,.....~ ::~ !!:'~ f!!'!l Referto

ENGINE OIL YEAR R R R R R R Page 2· 2
ENGINE OIL FILTER YEAR R R R R R R Page 2· 2

~
ENGINE OIL SCREEN C Page2-J

~
CRANKCASE BREATHER NOTE (11 C C C C C Page3-3

S
AIR CLEANER NOTE (2) C C C C C ..... ~ 2

g
FUEL LINES I I I I I Page3-3

SPARK PLUGS I R I R I Page 3· 4

VALVE CLEARANCe I I I I I I Page 3-10

~ IGNITION TIMING I I I I I I Page3·S

~ CAM CHAIN TENSION A A A A A A Pa1/83·14

~ THROTTLE OPERATION I I I I I I Page 3· a

CARBURETOR IDLE speED I I I I I I PageJ.g

CARBURETOR CHOKE I I I I I Page3·g

CARBURETOR SYNCHRONize I I I I I I Page 3· ,

DRIVE CHAIN I,L EVERY JOOmi. (500 km) Page3-IS

BATTERY MONTH I I I I I I Page 3·11

~
BRAKE FLUID MONTH I I I I ·R I I Page 3-11

2YEARS R
0 BRAKE PAD WEAR I I I I I PlIge3-18

g BRAKE SYSTEM I I I I I I Page 3-18

BRAKE LIGHT SWITCH I I I I I I PlIge3-19

z HEADLIGHT AIM I I I I I I Page 3·19
0

CLUTCH FREE PLAY I I I I I I Page 3-20
~
~ SIDE STAND I I I I I P/IlIe3-21
~ SUSPENSION I I I I I I Page 3-22

~ NUTS, 80LTS, FASTENERS I I I I I I Page 3·23..
WHEELS I I I I I I Page 3-22.. STEERING HEAD BEARING I I I Page 3·23

•• IN THE INTEREST OF SAFETY, WE RECOMMEND THESE ITEMS BE SERVICED ONLY BY AN AUTHORIZED
HONDA DEALER.

• SHOULD BE SERVICED BY AN AUTHORIZED HONDA DEALER, UNLESS THE OWNER HAS PROPER TOOLS AND
SERVICE DATA AND IS MECHANICALLY QUALIFIED.

NOTES: f1I MORE FREQUENT SERVICE MAY BE REQUIRED WHEN RIDING IN RAIN, OR AT FULL THROTTLE.
(U.S.A. ONLY)

121 MORE FREQUENT SERVICE MAY BE REQUIRED WHEN RIDING IN DUSTY AREAS.
131 FOR HIGHER ODOMETER READINGS, REPEAT AT THE FREQUENCY INTERVAL ESTABLISHED HERE.

Dale of Issue: April. 1918
Cl HONDA MOTOR CO•• LTD. 1-9



GENERAL INFORMATION

EMISSION CONTROL SYSTEM
The CBX is equipped with two Emission Control Systems.

EXHAUST EMISSION CONTROL SYSTEM

The exhaust emission control systfm is composed of a factory pre-set carburetor.
No adjustment should be mad. UC8fJt to the idle speed with the throttle stop screw.

CRANKCASE EMISSION CONTROL SYSTEM

{;iit, HONDA
~ CIX

The engine is equipped wilh I "Closed SV"em" to prevenl Cfilnkcase emissions .ntlring the 8tmosp.re,
Blow-by 'ISS is returned to the combuslion eltamb« throu!1l the air clean...- and cartlurelor. Liquids are collected in the drain
~bo.

Air Cleaner

StOl'lgllTllflk

O..intube

O..inPIUIl

¢:=:l FRESH AIR
..- BLOW-BY GAS

EMISSION CONTROL INFORMATION LABEL

An Emi~sion Control Information Label is located on the frame as shown. It contains basic tune-up specif1<:nlons.

1-10
DateoflS$Ue:ApriI.1978
CI HONDA MOTOR CO., lTD.
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[)atlof 1_; Milfch, 1978
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SERVICE INFORMATION
WORKING PRACTICE

Oil pump: S~Seetionl1

Oil pra$$ure relief valve: Soos.ction 11

SPECIFICATIONS

OilclpaciW

Oil pump deliverv R" I
L••

Oil preuur~ (at oil pr~ssur~ siwtc:hl

SPECIAL TOOLS
SpecielTools

OilPressur~GilUlJe

Oil Pressure GIUlJe Attac:hmenl

TORQUE VALUES

Approximlltely4.0liter 14.2 USqt) etchllnge
5.5 liter (5.8 U.S. qt) ater\Qineluembly

HONDA 4-'!tfOh oil or equivalent
General,alltemperalure
Allernate Above lSoC (60°F)

-10· \0 lS"C l1S·lo6(fFj
Above-l0·CllSoF)
BelowO"C(32°FI

36.5Iiterslmin/4.000 rpm
21.0 lilen,!min/4,OOO rpm

4.S-S.0kgfgn' (64-71 psil!4,OOOrpm

01506--300000O
07S1()..-<1220IOO

API~",icecllSsificalion·SE

SAE lOW·4Q
SAEJO
SAE 20or2aw
SAE2OW·50
SAE lOW

(38.6 qt/min/4,OOO rpml
(28.5 qUmin/4,OOO rpml

aooe 1176"FI

Oil drlin pJug
Oilfiherboll
Oil p,an bolt

TROUBLESHOOTING

2.8-3.2k9""'1 (20-23 tt·lbl
2.1-3.3 kg.... (20-24ft-lbl
0.8-1.2kg·m( 6- 9ft·lbl

Prusurlswiteh
Oil bolt (Cyli!ldtrhud)
Oil bolt (Cr..kc.se)

1.S-2.0k~ 111-1Sft·lbl
1.8-2.2kIl"f"I13-16ft·lbl
2.0-2.4 kg'm 04-11 h·lbl

Oil Ln.IToo Low
1. Eltternaloilleaks
2. Worn piston rings
3. Worn valve gl/ide or seal

Oil Conllminlltion
1. Oilor filter not changed often enough
2. Head gasket faulty
3. Worn piltQf1rir>g:5

LowOilP"uure
1. Oil level low
2. Pressure relief vllve srud oPtn
3. Plullil'd oil pick....p screen
4. Oilpumpwom
S.Exlern.loillnks

Dilttlol Issu.' M;iy. 1918
o HONDA MOTOR CO.. LTD.

High Oil Preslur.
I. Pr'uur, reliefvelve lIuck closed
2. PI"IIlIedoilfilter,gellery.orm,terinllorifice
3. lncorr,ctoil t>eing used

NoOilPreliurI
1. Oil level low
2. Oil pump drive cll.inbrolten
3.0iIPumpf,ully
4.lnterneloilleek.

2-1



Cii!\HONDA
~ CBX

ENGINE LUBRICATION
ENGINE OIL LEVEL

Run the .ngine 8nd J1110w to idle for I hlw
minutu:
Slop the engine and place the motoreyele
on iU oenter stand. Ched<. the oil Ieve'I with
the filler e.Dldipstick alter a few minules.. Do
I'IOt SO'_ in the ap ......en making this chIc:k.
If the level il below the lower leYell1\llrk on
th8dipnic*. fill to the upper levelmwk.

Check the oil pressure warning light. This
lightlhould 110 oil when the engine i1.rII.
II it does not, check the oil pYmpoperation
and/oroilcircuit

ENGINE OIL & FILTER CHANGE
NOTE

Before draining the oil. warm the
engine to normal operating tempera­
tur.,

Stopthetn9ine.
Pl8Cll the motoreycleon its cenler n8nd.
RelTlO\'ll the o~ tiller caP. d"in plug wid oil
fi!tl'fboltaoddfllin the ail.
Rep!.ee the oil filter and insull theoi'liIw
bolt 80d d,.jn plug.

Make lUre th~ the MOiling washer on the dr.;n
plug.nd II>eO·rin(rson theoil'illerboltaod
oil filllrcue.re in good condition.

Fill the c',,"kcase with 4. 0 lit (4.2 USqllol
the recommended oil.

Reinstall the oil fillerc.p.
St.rttheengiMlndidleitfor.'ewminute,
Stop the engine

Add the recommended oil to the upper
Il!IIel.
Mlke'urethltthereerenooilluk,.

2-2 Revi5edMarch1919
CI HONDA MOTOR CO., LTD.



~HONDA
~ CIX

OIL STRAINER CLEANING
RemO¥! the oil fjller ~p, drain plug and oil
filter bolt.
Remove the oil ~n bolu 8tId oil Jl'Il.
Remove and clean thltoil nrainer.
Install t!leoil straineral'ld oil pan.
Fill the crankcase with the reoommeodedoil
(Page2-2l.

OIL PRESSURE
ConnecttheoilpressureQllUoglll.
ChedctheoilleYfl.
Warm the engine up to normal operating
temperature (apPl'OlCim.ttoly 80" C-176'" Fl.
Check rhe pressure at 4,000 rpm.

STANDARD: 4.5-5.0 kg/cm~ (64-71 pill
at 4,000 rpm 80°C (176° F)

NOTE

Before installing the pressure switch,
apply a liquic:f5ealant to the thread.

O1eck that the oil pressure warning light
goes out. If the oil pre5$urewaming light
Aays on, stop the In{jine immediately and
d,~ioetheclUse.

Also, check to be lUre by tollChing the oil
coo..... that the cooler is warmed up by the
oil corni"ll from the _iIlary oil pump.

OIL COOLER INSPECTION
Cheek for damage to the oil coolff core.
Cleanthecoreifnee:e.arv.

Dale of Issue: March, 1978
ClHONDA MOTOR CO•• LTD. 2-3
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Oil HOSE AND BOLT INSPECTION
Ched<foroillealclatho~conroections.

Ch~theoilh.oselfordeterloration.

LUBRICATION

~HONDA
~ CBX

to CRANKCASE

NOTE
Innall new Haling washen, If the
hoIeisremoYed.
Inn,Utheollboitwiththeoilorifice
onthecrankcaselide.

Chedt that the oil orific. is not clowed·

2-4

to CYLINDER HEAD

Date of Issue: March. 1918
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Cii!\HONDA
~ CIX LUBRICATION

CIl"ln thedrjve chain with kerosene and wipe
dry.

•CLUTCH ANDBRA~
LEVER PIVOT K;E IIJ

CLUTCH,THROn~
AND CHOKE CA8L~~ .J

SPEEDOMETER
AND TACHOMETER
CABLES ....

~
~ :]D
~~AE80
~ ~RSAE

LUBRICATE 90 GEAR OIL

2-5

ooooo.....O..)~oo

/? KEROSENE 'S\

..-
FOOT PEG
PIVOT

....
SWINGARM
PIVOT

BRAKE
PEDAL
PIVOT

DRIVE
CHAIN

WHEEL
BEARINGS

CHASSIS LUBRICATION
LUBRICATION POINTS....

FOOT PEG
PIVOT

Date of Issue: March, 1978
ClHQNOA MOTOR CO., LTD.
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SERVICE INFORMATION
WOR KING PRACT ICE SPECIAL TOOLS

EngineoiJlevelchecl<
Engint oil ch.nge
Oil $trainer saeen deillling

SPECIFICATION
<ENGINE>
Spri.pIUll~

5p«1tpll,llltpye
U 5.A. model only

$ee~2-2

See page 2-2
SHpege2-3

0.6-0.7 mm 10.024-0.028 in)

Speci.ltooh
V.lve lifler holder
c.rb.ll'oroltle_ench
Degreewtleel
V.euumgaugi

<CHASsiS>
DriolecNin free p1ev
Clutct1freepl-v

Tire

07964-4220000
07908...220100
07914-4220000
01404-<1020000

or HIC211176

15-25mm(Sl8inl
10-20 mm (318-3/4 inl

NGK D7EA DSEA D9EA

NO X22ES·U X24ES·U X27ES-U

~
sagI!FOrCOIdCJimlteStand.d

lbelowS"CI
Manu·
flCturer

high speed

operation

Cold tire
prlSwre$
Kllfan2{psil

Vehicl,
capacity load
limll

Front 20128)
Re..- 2.8(40)

163 Kg (360 Jbl}

1.8-25kg-m(13-18ft·lbl
8.0-10.0 kit'" 158-72 h·lb)

Front GOLD SEAL Fl1 (DUNLOP)
MaG. MOPUS-S703

IBRIDGESTQNE)
Rear GOLD SEAL K127 (DUNLOP)

MaG. MQPUS·G504
(BRIOGESTONE)

Fronl 3,50H19-4PR
Rear 4.25H1B-4PR

Tlu$in

Tire brand
Tut:leleu
001,

Initial 10· (STOe)

0.06 ~:g~ mm iO.003~:= in)
9OO±100rpm
Differenceofuch
cylinder 40 mm Hg (1.6 in HgJ TORQUES
12 t 1 Kgfan1 (170 t 14 psi} Front ellle holder nut

Rear axle nut

NO: NippondenloCo., Ltd.
NGK: NGK Spark Plug CQ., Ltd.

CANADA model only

NO X24ESR·U
NGK OR8ES-L

Ignition timing
Vel~eclearance: IN. and EX.

Idle speed

$ynchronizationvilCUlJITl

Compression

Oateof Issue: August.. 1978
CHeNOA MOTOR CO., LTD. 3-1



INSPECTION AND ADJUSTMENT

AIR CLEANER MAINTENANCE
Remove tne JUl
RemoV'll t"- two screws and the .ir clellller
inletdoet.

Remove the .ir cla_r ele~nt retainer ..d
element.

3-2

AIR CLEANER

Dale of hwe: April,1918
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r:;;;r.,HOND.A
~ CBX INSPECTION AND ADJUSTMENT

For U.s.A. modet

CRANKCASE BREATHER

•
~-~
~

G.. oil Squeueout
(SAE8(l.90J elCcessoil.

3-3

DRY _

Squeeze out

~-•SOLVENT
Wash in

m"~

In1tall the lir clell'lef element.
Install the holdef, wI lPfing II'Id air de.,....
inlet duet.
lnrtillitheseit.

Strvice more fr.quently when driven
in r,inyconditions or al wide open
throttle,or If the deposit levelcen btl
seen in the transparent &eetionof ma
drllintubl.

NOTE

Repl_ any p.u which ~w deterioration,
damilllll or leakage.

R..".,...athed'linpIUllfTomthetube8nd
draindeposiU.
Rllinrtallthed.ainplull·

Wash the element in non-flammable Of" high
flashpeinl50lvent,
Allow to dry.
Soak the element in gnl" oil lSAE 80-90)
and $qlleell out the ••CIiS.

Date of laoe: March, 1978
ClHQNOA MOTOR CO., l TO.



INSPECTION AND ADJUSTMENT

SPARK PLUGS

Cii!\HONDA
~ CIX

Oisconneel the spark plug caps and r.1TlOV'Il
the$parll;pll,lgs.
VisuallV inpct the spark plu", electrodes fOf
Mlr. Th, center electrode should hIM!
$Cp.I .... edges and the !lide electrodes should
h_lconstantthickness.DiSCill'dthespwl(
plug if tner. is apparent _i' or ifhi...·
RJI.torl$crackedorchipped.lfthelopilrJr.
pllJll deposits Ca"l be removed by sandblast­
1rtQ,1hespnplugCllnbereuied.
Adjull lhe sp.-k plug QIIIP by bendi"9 11M
side electrode.

SPARK PLUG GAP: O.6-0.7mm
(0.024--0.028101

RECOMMENDED SPARK PLUG

For CANADA model only

NO: X24ESR-U NGK: DR8ESoL M....uf8CtUre.: NO: Nippondlmo Co., Ltd.
NGK: NGK Sf)Ift Plug Co~ Ltd.

Reinnal1 the Ip,ark plugs and rea"nnect the
sparkplugca!K.

NOTE
Fint tIghten the sperk plug finger tigM,
then tighten with esparkplugwrench.

3-4 Oateoflssue:M<!reh,1978
CJHONDA MOTOR CO., lTD.



~HOl\TDA
~ CBX

IGNITION TIM ING CHECK
• DYNAMIC

NOTE
Dr.in oil from engine for this inspection
method. PI_ iIl1 oil drain pan under
ther ta-....l<shaftend.

R~e~lsparkplugcapsandeith«No.6

plUlisparkOfNo.l~plug.

Connea the rMlOVed plug with the spat\( plug
cap Ind ground me plug to Ihecylinder head.

R'rTlO\IetherightcranklhaftCilp.
Connect a stroboscopic timing light to the
grounded hillh tensioncon:l.
Operate the itllrter motor l'f11ile aiming the

ADJUSTMENT

R.movelhepulsercoilcover.
AdjU1t by IOO$1lning the three pulserbasepl.te
sereWiand rotating the plate.
Tighten the iCrltwsand recheck the timing.

ALTERNATIVE METHOD
(Can be done with oil in engine.l

• STATIC

Remove ri~1 cra"ksnaft cap and pulset' coil
cover. .
Rotate crankshaft clockwise and align "F"
mark witf\ front cnlllkcase matingsurf8ees.

NOTE
Either No.SorNo.l piston mul1 be ne
T.O.C. of the compression stroke a1 this
lime.

Date of Issue: April. 1978
CI HONDA MOTOR CO., LTD. 3-5
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INSPECTION AND ADJUSTMENT

~HONDA
~ (BX

SPARK ADVANCER
NOTE

Check the spark advancer only if
engine performance difficulties

A high QUality stroboscopic timing
lighl designed for Iransistorizedigni.
tion syst!mS must be used. II should
also be capablEl of accurate operation
at 8.000 rpm.

RemOYllhepulsercover,
Removi the rOlorbolt end isnlill the special
de9reewheel. .
Align inilial mark on lhe degree whe<l1 with
the rotor IQOthand tighten the boll.
Connett a timing IiQht to the No.6 high
tefl51onwifl!.

SlarttMlniine.
Clled<thatthlinitialmarkremainsalill"ed
with !he rotor looth al idle.
Increase engine speed and ctItck that the 23.5
degree mark .'igns wilh the rotor tooth
between 2,200 and 2.600 rpm.
And then chect< that the 31 degree mark
aligns with the rotor looth belween 6.400
and 8,000 rpm.

THROTTlE OPERATION
Make sure tIlal there is no delerioration,
damage. or kinks in Ihe throttle cables. and
that the throttle g.rip free play is 2-6 mm
(1/8-1/4 if'll OnlheouleredgeoflhelhrOl!le
grip flange.

Check for smooth Ihrottle grip rOlllion
from fully cloled to fully opln in all steering
positions andlhlt it automatically returns 10
"fully closed" when released.
Adjusl ifneceslary.

Major adjunmlnts are mada al the middle
adjuster. To adjust, loosen Ihe grip play
adjuster lOCk nut atld turn Iheadjuster.
Tighten the lock nut.
Minor adjustments lire performed al the
upper adjuster.

Recheck throtlle operalion.
Replace any darna!Jld parts.

3-6 ReviseclMarch1979
Cl HONDA MOTOR CO., LTD.
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Ci!\HONDA
~ cax
CARBURETOR SYNCNRONIZATION

NOTE
Perform urburetor synchronization
with engine It normal operating tem­
perature, transmission In n.eutral and
motorcycle on the center sand.

Remove ttleMlllt and airclunlr Inlet duct.
Turn the fuel velve OFF and remove the
fuel tube and fuel tank.
Prep•• a longer fuel tubelf\dreronnectil
to the fuel tank.nd c:ariJuretor.

Po~ition the fuel tank higher than its nonnll
positioJ'i.
Remove vacuum plugs from th, carburetor
and instell long lIdaptel'1 to inner carburetors
and short adapten to ouar carbu..ton;.
Conneclvacuumgauges.

Start 1M ,ngine.,.j adjuuthe idle speed to
900 ± 100 rpm, then m.kI $lWI that the
maximl.m difference in naJun'I readin~

is within 40 mmHg 11.6 inHgl.

Date of Issue: August,197B
©HONDA MTOR CO., LTD. 3-7
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ADJUSTMENT

NOTE

S~I!he ~ine.-d ~iurt!he idle 'PHd.

IDLE SPEED: llOO.t100.rpm

Make sura that the muinJm diH......e. il'l
vacuum re~il'lg5 does 1'101 exceed 40 mmHg
U.6inHgl.

Adjun by turning the adjusting screws with
tne special 1001 "Carburelor Throtlle Wrench"
to sen,eve a maximum diHerence ;n vaeuum
readlnQS belween cylinders of len than
40 mmHIl n.6 inHgI.

Adjustinttlefollowingorde.-:

CARBURETOR

No.5-No.6
No.3-No.2-No.l

Rechedt the idle t.pl:!'ed and synod1roniUlion.

3-8
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Cii!\HONDA
~ cax
CHOKE MECHANISM
MAINTENANCE

Dperatethedtokelewr.-.dcheclcforllllOOth
operation.
Pull the choke to "fully closed" and make
iUfethllt the choke lever is fuUy c1oll&d at the
earburetors.
Adjust by loosening the dloke wire clamp and
removing the chok. wi....
Retighten the clemp, holding the choke lever
fully closed.

IDLE SPEED ADJUSTMENT

Adjust idle speed after synchronizing
carbu'eton. The engine must be warm
fGr aoour.te idle adjustment. Ten
m'l1l,Jtes of Itop-end-go driving is suf·
ficient.

Warm up the engine, shift to NEUTRAL, end
place the motorcycle on IU center stand.
Turn the throttle stOP $Crew as required to
obUin the specified idle q>eed.

IDLE SPEED: 900 ± 100 rpm

NOTE
Pilot screws Intf.aory prHtrt. Donat
Mljustthe pilotserewunlesstNClr­
bureton •• o....mlU..d.

Date of Issue: March. 1978
ClHONDA MOTOR CO•• LTD. 3-9
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INSPECTION AND ADJUSTMENT

VALVE CLEARANCE
NOTE

InJPeet.nd lIdjustv.lveclelr....Cl!

Yotoile the engine is cold. (B.low
3S"C.95"f).
B'fore remOlling the cylinder head
C(Wer, ",llow oil 10 drain from the
cylind. head ;nlO the crankt.aseby
placing the motorcycle on iu side.....

Remowethe wat.
Tum th' fuel vllv' OFF -.d remove th'
fueltube ....d fuel t..k.
R.movetheNo.l and No. 6spa,k plugs.
RemtlYe the cyllndtr helld b•.::kets.
R'moYe the tae"ometer cable.

R,,_the four eylind., hei!d sideeovers.
RemOV'e the eight cyllndllr hud eawr mount·
ing bolU and cylinder hnd cover.

NOTE

Do not .no.....ngine oil to tiller the
combustion chambers when Ihe
cylinderheadeoverlsremoved
Mllke su., the torque of thecamsllaft
holder mounting bolts (32 boln) is
1.2_1.4 kg-m 1104-t22 in·lb).

Remove the righl c......kcap.

INSPECTION

MeMure intake and e~hau51 v.lv. clearances
by inserting. feeler glUlle between the cam·
shaftandvalvelifterlhim.

VALVE CLEARANCE:

0.08 ~:~~ mm (0.003 ~~:~~~~ inl

Rotate the crankshaft clockwise and measure
Iho valve c1earancu in the following sequence:

Open No.2 Ell. Valves to mlKimum and Mea.ure No.2 In., No, 1 Ell" No.3 Ell. clearance
Open No.4 Ell. Valv" to mlKimum and Measura No. 4In., No.5 Ell., No. 6 Ell. clearance
Open No. 2 In. Valve< to IYUlxlmum and Measure No.1 In .. No.3 In .• No.5 In. clearanee
Open No, 5 Ell. Velve'to mlKimum and Measure No.6 In" No.2 Ex., No.4 Ell. clearance

Record the v,lva clanance"

3-10
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~HONDA
~ CIX

ADJUSTMENT
NOTE

SelIC'! • replilCl!ment shim to Khle¥e the
specified waive dearance, using the following
procedures.

Rotate the valve lifterumilthllnotdlofthe
IImr ~fSon the shim so that the shim c.n
be removed.

Rotale lhe crankshaft so that the ~.lvt

beinvadjusted is al rn!lltimum tift.

Insan the special tool (Valve Uftar Holder)
between the camsh~ft and twO adjacent
lifters,

Rotate thecrank$h.ft one tum in the proper
gireaion. lO that the cam lobe points awlY
from the lifter.

Daleofluue:Mcly, 1978
o HONDA MOTOR CO., LTD.

VALVE LIFTER HOLDER
07964-4220000
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RemovetheshimwithtWlll2erS,

MellWIe the thiekn.. of used shim wi1h I
miaomet8f.
Select • replacement shim using the ch.-t on
PiI!l83-13.

Insert the replicement shim,

Route the crankshaft one turn until the
velves ere et maximum lilt,
Remove Ihe ipeci,l tool "V,lve Lifter
Holder",
Rotete the cflnkiheft2·3 r'volutionstofully
seet the replilCement shim,
Recheck thevllve clulllOC8.

3-12 Dele of l$We; Mey. 1978
Cl HONDA MOTOR CO.• LTO.



r::ii\ HONDA
~ CBX INSPECTION AND ADJUSTMENT

Olteoflssue; April,1978
~ HONDA MOTOR CO., l TO. 3-13



INSPECTION AND ADJUSTMENT

CAM CHAIN
Starttheengineand.llow It to Idle,
Loosen the rut t.m d,.in tensioner loo::k nut
1/21Otn.
Tighten the loo::knut.

NOTE
The tensiolllllr will ...tol'N1~lly posi­
tion ,tall 10 provide the correct ten­
sion.

Loosen the fTont(:llTl d'lllin telllione, Ioc:knut
8Odbo11112tum.
Tighten the boh and lodo;nul.

3-14
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tfcomptefllioflis Iow,cheekthl following:

-L.llIkyvalYes
- ImprOPe'l' va~ c;:1e.~

-L.akinge:vljnderhe"~et

-WompiuOtl/ringsfevlinde,

If compression i. high, i1 indiatn II'Iat Clrbon
doIposit, h..... loOeUITIulated on the eombu$tion
d1i1fTlber walloronthapistonaown.

CiiJ',aoNDA
~ tax

COMPRESSION TEST
Warm up ttle engine.
Remove all Ip¥k plugs.
Insert thecompreuion gilUge
Openthechok••ndthrottl.va....eslully.
Clllt\k the engine with the uart.r motor.

NOTE
er.....kth.erogineunlilth·lJaIg,e readil1i
Slops rising. The miIXimum .ellding is
.......11y reldled in several seconds
leleetricst.ur).

COMPRESSION PRESSURE;

12f1 kS/al'll 1170t14psil

Oate of Issue: March. 1978
ClHONOA MOTOR CO.. LTD.
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DRIVE CHAIN

Place the vehielt' on'ts center stand .ndllhitt
the t,ansmiuion into neutrel.
Inspect the drive ctoeirl midway ~en
sproclcl!t$OtI the lowerchllin run.

FREE PLAY: 15-25 mm (518-1 ii'll

SERVICE LIMIT: 40 mm 11.5 in)

Adjlllt.followl:

R!'m0V9 tIM rear -.:1. cotter pin lind loosen
the nut.
lOl)Mnth..:ljusterbolt Iodcnl1u.
Tum the adjuuer bolts ., equlIIl number of
turrKto obtl,n the specified free play.

, N

e~thl1ttheindO:Jl'l(Jfktliigmwt(h

the Jame graduation of the Killt on both
<ida

Tightef1 the adjuster bolt lock nuts.
Tighlen the Il>CIe nul a"ld install.newcotler
pin.

Redleckfr.. playandfree~lfOI8tion.
Lubricate thedriv.ch.ln!Page 2·5J.

AXLE NUT TORQUE:
8.0-1Q.Oki"mf68-72fNbl

Replace the drive chain wtlen the red zone On
th<! I.bel alignl with ttle rear of the swing arm
with e free play of 20mm (3/4101.

ReplaCflmentchaln: RK 63060 or DID 630ZL

Inspect the sprocket te.th forexcessiY8 wear
Or damage.
Replacelfneces.sarv.

Never instell a new drive chein on worn
sprockets or a worn chaio 00 oew
sprockel$. Bothcheloll'ldsprockets
mustbein~conditiooorthe

replacement chain or sprockets win
_arrapidly.

3-16 Dale ot Issue: March. 1918
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~HONDA
~ CBX

BAnERY
RtmOlla the right ancIleh side ~".
DisooMtct the grouod ewle ilt the battery
ttrmlnal.
Dlsc:omllcttnepofliveC<lble i1tthe mllll"e1i<:
rwiteht.rminill.
RelTlDVll the battery.

1r'lfP'e1 the btttery fluid level.
When the fluid ~el nea<s the lower leYel.
,e1i11 with distilled wllter to the upper IeYeI.

ReplllCe the battery, if sult.ion f011l'll or
sediments ,t(X;Umulate on the bollorn.

BRAKES
BRAKE FLUID

0'Iedc: that the front aid rear br.ke fluid
,etervoirs'rI~filledtoWupperlewelm.rk.

If lhelewelllf!ln the 10_, level merk,fill
the reservoir with DOT--3 BRAKE FLUID to
the upper 1eV1l1 mark.
Check the entifl! svstem for leaks, il the lev.1
is low.

Oeteofl$$Ut: Milrch, 197B
ClHONDA MOTOR CO., LTD. 3-17
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BRAKE PADS WEAR

BRAKE SYSTEM
REAR BRAKE PEDAL HEIGHT

3-18

INSPECTION AND ADJUSTMENT
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HEADLIGHT AIM

AdJust bybl!nding the switch Mljustlng nut
as shown.

Date of 1S5Ue: Milfch,1918
(lHONDA MOTOR CO., LTD.
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INSPECTION AND ADJUSTMENT

"".,

NOTE

Adjun I' follows:
Leownthlliocknu••

r ....n the Mljuuer until the COITect

height is obtained.
Tighten t!'Ie Iocknut-=urely.

Adjust vertically bvloolening
liglltease mounting bolts.
Adjl,lst horizontally by turning the adjusting
s.crewon the headlight rim.
Turn the adjuning screwclockwistto OritIC.
the beam toward the right side of the rider.

Do not lOrn the $Witch body. The front
brak.light switch does not require
lcIiuumenL

NOTE

BRAKELIGHT SWITCH
Adluu th,brakelight switch sothl1 Ihebrak,­
light will light wh,m the brake pedal Is de­
~5$lldandthebrakebeginsengagement.

CiiiJ\ HONDA
~ CIX



INSPECTION AND ADJUSTMENT

CLUTCH FREE PLAY
Inspeeltheclutdll~erfreeplllValtheendof

meleV1lr.

FREE PLAY: 10-20 mm (3/8-3/4 in)

ADJUSTMENT
Loosen the upper IdjUS1ino;l bolt's Iod< mit
WId tum the -.;ljU$tingbolt lA"ltil thecorreet
freeplBYilobta'ned.

Tighten the lock nut.

I~~e;:~:':: 8~m p~S~~ bolt I
If adjustment eannol be 1'1'1«1. with the
c1utdllllveradjustingbolt.SCfllwthelldjustinli
bolt all the way in. Adjustmenl must be made
atlhlldutdlhousinll·

Loosen thlllower clutch cable adjusting lock
nut and turn the adjusting nut all ttleway in.

3-20
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~HONDA
~ CIX INSPECTION AND ADJUSTMENT

Remove the clutch lifter caP. IooMn the
dutch lifter lock nut. Tum Ihe Idjusting
saew in until a slight resistanol! is felt. From
this position. turn the clutch Jodj...wng screw
counlerclockwise1 tum, and tiltnenthe loek
M,

TlKn tIw clutch utile Iow!:r edjl.l$lingnutlO
thft m.r. is lG-20 mm 13JtJ-3/4 ii'll of tr..
pl.....t the end of thecluteh Ie'l'tf. Tighten
the lock nut.
Any minor Idiustment em be obtained with
theldjuUinllbo!t and Iocknlrtftthtclutdl
Intr.

Aft... Idjunment, be sure .1 lock nutl are
tigtlttnedse<:urely.
Chtck 10 set that the eluteh is not slipping
Ind ilproperly disengaging.

SIDE STAND
Clwlclc Iht rubber pad for deterioration or
we.r.
Replace if any wear t:<te'Ods to thewn, line
M>hawn,
Check the side stand spring for damage a'ld
10. 01 tensi(Wl. and the side stend _mbly
for fr..dom of movement and bending.

NOTE

1
",,~·..,~,",,~·rub""'''W;'';1them.rk "OVER 260 ItnONLY".
Springlension ilcorTeetilth,measure·
m.ntl,bll within 1.5-2.5 kg (3.3-5.5
Ibl when pulling the side Itllld lower
end with a spring scale.

Date of 1_. ApI1l,1978
Cl HONDA MOTOR CO., LTD.
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LOCKNUT

CLUTCH ADJUSTING BOlT
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SUSPENSION

Cheek the lICtion of the Iront forks bV com·
pressingthemwvl!f3lumes.
Chee6cllwrenliretork~blyforleaksor,,_.
Replace «IV eomponomt5 whim eWlno! be
repaired.
Tighlen all nuu end bolu.

REAR
Place the motorcycle on its center stand.
Mo~e the rear wheel sideways with force
lone iflhelwing arm bllshingsare worn.
Replace Ife~cessiYely worn.
Check the entire suspension assembly to see
if II is 5eC>.lfely mounted, and nOI damal/!'d
ordinoned.
Tighten all nuts ..d bolts.
Lubric.le the swing aml bushings.

WHEELS
TIRE PRESSURE

NOTE

I;it: :~~r~D~OUkf be ct\«;ked I'tt"oen I
a.ck the lir. for cuts. imbedded neils. or
olher sharp object.

Recommended ti•• p_re end tire .in:

ColdtiT'
prenut. Front 2.0(281
kg/cm1 Rear 2.81401

IpsO
Vehicle
«Paclty 163 kg (360 Ibl)
load limit
Tlr,s;ze F,,;mt 3.50H19-4PR

R.... 4.25Hl8-4PR

Ti,e wend Front GOLD SEAL Fl1
Tubelen (DUNLOP)
only MaG. MOPUS·S703

(BRIDGESTONEI
Rear GOLD SEAL K127

(DUNLOPI
MaG_ MOPUS-G504
IBRIDGESTONEI

Cheek the front and rear wfleels for truenE:$$
lpege14-51.

3-22
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Check that ell chass;s nuts and oolts ere
tightenedtocorreettorquevelun,
Check ell cotter pins and $3fetyclips

Ralw the front wheel off the ground.
Ch«ltthattnehill'ldlebarr01ltesfreely.
If the hiOdlebllr moves un~nly. binds.
0' ha vlnical _mel'll, adjust the steering
held b..ing by wming the l1eHing head
adjuningnutwith.pinsp...... (pagel3-271

{;:;it, HONDA
~ (IX

STEERING HEAD BEARINGS
NOTE

O\eck milt the control cables do (lot
inttrf."'w;ththehandlehllrrOlltion.

NUTS, BOLTS, FASTENERS

Dluofllsue: April,1978
Cl HONDA MOTOR CO., LTO.
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