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SERYICE INFORMATION
WORKING PRACTICE

The front wheel uses. tubeless tire. For tubeless tire re~ir$. refer to the TUBELESS TIRE MANUAL, code No.
6141550.
Do not rtlTlO¥' riveu, nUt! end pins ITom the rim, spoke plat!! and hub.
NllVeI" ride on the rim or try to bend the wheel.
Avoid damagjn~ the aluminum alloy rim.

SPECIAL TOOLS
Special Tools
S~lngStem S<K:ket
Hollow Sel Wrench (6mm)
Bearin!lRaceR~r

SteeringSt,mOriver
Bnring Driver An3Chmtnt

Common Tools
AelilinerWrenchC
RttaintrWrench Body
Bearing Driver Outer (42x47mmJ
Bearing Driver Pilot 115mml
Front Fork Oil Seal Driver Body
Front Fork Oil SfJal Attachment IE)

Lock Nut Wrench Socket (26 x 30)
Bearing Driver Handle (A)
Extension Bar

SPECIFICATIONS

TORQUE. VALUES
Frontbrllkedi$C

07916-3710100 Front axle nut
07917-3230000 Front callp@f bracket
07946-3710500 Front caliper
07946-3710600 Front axle holder nut
07946-3710700 Front fork bolt

Handlebilr mounting boll
07710-0010300 Fork bottom bridge
07710-0010400 Fork top bridge
07746-0010300 Head top thread
07746---{)()40300 Steering stem nut
07747-0010100 Fork top cap boll
07747-00 10000
07716-0020202
07749-0010000
07716-0020500

STANDARD

2.7-3.3 kg-m (20-24 ft·rbl
5.5-6.5 kg-m 140-47 ft·Jb)
3.0-4.0 kg-m (22-29 ft·lbl
1.5-2.0kg-m (11-15ft-lbl
1.8-2.5kll·m 03-18ft·lbl
2.0-3.0 kg'm (15-22 ft·lbJ
2.8-3.2 kg·m (20-23 ft-lbl

1.8-2.6kg-m (l3-18h-lbl I
O.9-1.3k9"m 17-9ft·lbl
0.8-1.2kg-m (5.8-8.7 ft-Ib)
8.0-12.0 kg-m 158-87 h·!b)
O.S-I.2kg-m (5.8-8.7ft-lb)

SERVICE LIMIT
Axle ~haft runout 0.2 mm (0.008 in)

Front wheel rim runout r.:",:'C~:~1--t-----~~------t-----':"':~:":~:----':~"':~"':":~;--:--t
Forkwriogfre-elerogth

Tube bend

FrO<ltfork slider I.D.

New type·with guide

Front fork lubeO.D.

ReYlsedMarch 1979
@HONDAMOTORCO. LTD.

562.0mmI22.1inl

35.04 35.10 mm(13796-1.3820inl

35.03 35.08 mm (1.3792 1.3812 ii'll

34.96 34_90 mm (1.3764 1.3740 ii'll

552.0mm(21.7inl

0.2 mm (0.008 ii'll

35.25 mm (1.388 in)

35.15 mm (1.384 ii'll

34.90 mm (1.374 ii'll
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FRONT WHEEL/SUSPENSION

TROUBLESHOOTING
Hard Steering
1. StHring stem nut too tight
2. Faulty $teering stem bearings
3.DamagedstearinllstambearinlJS
4.lnsufficienttirepresstre

Steen to One Side or Ooe:J Not Track Straight
1. Unell&rlly adjusted right and left shock

absorbers
2 Bent front forks
3. Bent front axle; wheel installed incorrectty

Front Wheel Wobbling
1. Distorted rim
2.Womfron1wheetbearing
3. Fauttyttra
4. Alltenottightenedproperty

SoftSu,pension
1. Weak fork spring
2.tnsufficlentftuidinfron1forks

H.rdSu$p8nsion
1. Incorrect ftuid weight in front forks

Front Suspension Noi.
1. Stiderbinding
2. Insufficient fluid in forks
3. Loose front fork fasteners
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IDo not touch the with your fingers.

To remove the headlight case. unscrew the
headlight case mounts.

Date of laue: March, 1978
a-tONDA MOTOR CO., LTO.
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HEADLIGHT
HEADLIGHT CASE REMOVAL
Remol/9 the headlight and disconnect all wires
at their coupler" and connectors.

After assembly, adjust hudllght beam (Page
3-191.

NOTE

HEADLIGHT DISASSEMBLYI
ASSEMBLY
Rl!ITlO\I'l! the bulb cover. set ring Ind bulb.
Rl!ITIO¥e the rtIUiI'Ilng lock pins, 5Q'"ew5 and
horizontal adjusting saIW from the rim.

Remow the two headliltot unit reteining
$UeWS. and headlight unit.

Assembly is euentlally the revene of dG-.
assembly.



FRONT WHEEL/SUSPENSION

HEADLIGHT CASE INSTALLATION

Align the p1Jnch martes on the hndligtlt ~5e
with the punctl milrtes on ttle headlight case
brackets.

NOTE

WIRING CONNECTION
IN HEADLIGHT CASE

Route the wires into the helldlight ca5e

through thehelldl91tcase noll.

LOWER HOLE: Main wil1l h.m1SS
UPPER RIGHT HOLE: Ri~t tum signal

wi_
RighthMdet­
twitdtwil1ls

UPPER lEFT HOLE: F..... holder wires
LrichllMlleblir
swltdl wires
L.hu,msignal
wir.

Connect thl color-eoded wires and couplers.
Secure each coupler In its correct holder in
the headlight case.
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HEADLIGHT CASE BRACKET
DISASSEMBLY/ASSEMBLY

FRONT WHEEL/SUSPENSION

Remove the heldli!tlt IOd disconnect all wires
-WwirecouplersinsicletheCilS8.
Dbconnect the bnIke hose from the front
br.kemllstercyli~.

NOTE
Avoid spilling fluid on painted surfllC\!s.
Pillce a rag over the fuel tank whenever
the brake hose is disconnected.

Instill the tum signals parallel with the
ground. T91tMl the lock nuts securely.

Dlteof Issue: March, 1978
WDNDA MOTOR CO., LTD. 13-5



FRONT WHEEL/SUSPENSION

INSTRUMENTS
CLUSTER DISASSEMBLY

Remove the 5poel!dometer and tachometer
cable$ from the instrumenu,

Remove the two instrument mouming bolts
~ separate the coupler from the instrument
cluster.
Remo.... the cluster.

Remove the lower instrument case by remov­
ingfourbolts.
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~HONDA
~ CBX FRONT WHEEL/SUSPENSION

Remow the Instrument lamps and 5peedO­
meter and tachometer by pushing them OUI.
Check the meter cable if the needle J'Nings
abnOf"lmlly.

Remove the voltmeter.

CLUSTER ASSEMBLY

Conoeet the lamp wires color-to-color.

After InS1IIIing a new bulb, check: fortontl.
nulty, If the bulb does not light, inspect the
wiring for open orshortcircuiu.

Date of l5$ue: March, 1918
ClHONDA MOTOR CO•• LTO. 13-7
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FRONT WHEEL/SUSPENSION

HANDLEBAR SWITCH/
HANDLEBARS
RIGHT HANDLEBAR SWITCH
REPLACEMENT
Rernove the fuel tlrIk.
Remove the sc:rewl holding the upper and
lower switch housings.
Remove the throttle cables..
Disconnect the front brakeUght swhch.
Remove the headlight from lhe headlight case
and di5COflnecl the ri!tot h.-.dlebar switch
wire coupler.
Remove the switch wil'ft from the headlight
~.

NOTE
Connect iI string to the lWitch cord and
then remove the con:Iluving the miog.
This string Is used IS • dr_ cord when
muting the wiring of. new switch.

1rut3l1 a newswitdlaJigningits 10000tingpin
in the handlebar.
Tighten the fOlWill"d saew fint, then tighten
the re. screw.

TORQUE; 0.10-0.15 kt-m 18.4-13.0 in-Ib)
O1eck me switch opel'8tion.

NOTE
Before tightening the throttle cable
lock nut, turn the handlebar all the
way to the right and pull the throttle
Cilb1estothe riltot.
Make sure there isdeeraocebetween
theswitchhous;nl!ilnd lhrottlegrip.

After installing, adjust throttle cable free
play. (Page 3-61

LEFT HANDLEBAR SWITCH
REPLACEMENT

Refer to RIGHT HANDLEBAR SWITCH
REPLACEMENT.

NOTE

I~:ni~. not necessary to remove the fuel I

Disconneetthe left handlebarswitc:h wires.

13-8
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NOTE

Dateofls:sue: Seprember,1978
Cl HONDA MOTOR CO., LTO.
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FRONT WHEEL/SUSPENSION

Do not loosen the brake hose unless
necessary.

NOTE

~HONDA
~ CBX

Remove the handlebar mounting bolts.
Aemove the handlebar.
R,mov, the throttle grip and switch assemblv.

RIGHT HANDLEBAR
INSTALLATION
Attach the handlebar to the front fork tube.
irl5efting the locating lug into the cut-out of
the fork top bridge.

NOTE

Before tightening the throttle cable
lock nut, turn the handleber all the
way to the right and pull thethrottl.
cables to the right.
Make sure there IS clearance between
theswitchhousinyandthroltlegrip.

Check throttle operation in all steering
position (Pllge3-4).
Install the master cylinder on the handlebar
with the end of the hokler aligned with the
punch mark .nd wire relief facing down.
Tighten the upper screw fim, then tighten the
Iowerscnw.
Aftef assemblV, check that the brlke lewr
dose not touch the switch housing when it is
putted in.

RIGHT HANDLEBAR
REMOVAL
Loosen the three screws attaching the
throttl,grip!switchlJou1;ing.
RemOYe the r[!tIt hi'l'ldleoor switch wires
frommehilr1dlebar.

Remove the brake milster cylinder.

Before installing the handlebar mount·
ing bolt, coat the bolt thlllads with oil.

Coat thethrottle~pln'!i1ofhandlebarwith...-.
In$lall the throttle grip switch housing 1M
throttleclbles.

TORQUE:
Switdl housing: 0.10-6.15 kg-m

18.4-13.0in·lbl
Th,ottleaoble lock not:

O.2-Q.3kll·m
117.4-26.0in·lbl



FRONT WHEEL/SUSPENSION

LEFT HANDLEBAR
REMOVAL

See RIGHT HANDLEBAR REMOVAL!lN·
STALLATION.

Rem<Ne tt1e left grip.
Remo'H tneleh ha"ldlebar switch -mbty.
Loa.n tt1e clutch lever bracket bott.
Remon tht clutch '-' I$$l!IJIbly.
Remove the handlebar mounting bolt and
handlebar.

~HONDA
~ cax

LEFT HANDLEBAR
INSTALLATION
AttflCh the handlebar to the front fork tube,
inserting the locating lug into the cut-out of
thetorktopbridge.

NOTE
Before installing the handlebar mount­
ing bolt. coat the bolt threads with oil.

Inst.l1 the left handlebilr switch assembly.
Ti\tlten the forward screw fint, then tighten
tnere.-screw.

TORQUE: 0.10-0.15 ki1" 18.4-13.0 in-lbl

Inst.1l the clutch lever assembly.
Instill the handle lev« broc:kBt with the
split aligflld with the punch mark on the
handlebar.
InstlU thl Jeftgrlp.

13-10

PUNCH MARK

Date of Issue: September.1g78
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IGNITION SWITCH REPLACEMENT
Remove the two bolts holding the inrtrument
cluster.
Remo". the bolt hok:ling the 9lition $Witd!
.,ddi~t the wire harness coupler.

r::iJ\HONDA
~ CBX

FUSE HOLDER REPLACEMENT

Remove the fuse cover.
Unscrew thescrelN$ holding the fU$' holder.
Aemov. the headlight.
Disconnect the wire coopler.
Remove the fuse holder.

NOTE
Before disconnecting the holder wires,
de a suil1Q to them. This n,;og can be
used •• dr_ cord when inst.lling ,
new holder.

Date of l$SUe: Mafch. 1978
ClHONDAMQTOR CO•• LTD.
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FRONT WHEEL/SUSPENSION

CHOKE CABLE REPLACEMENT

Remove the fu.el tlilk.
Disconnect the choke cable from the lower
choke cable br8Ckat.
Remove the cable IIOd rrom the choke lever.

Remove the choke cable from the choke lever
onthehendlebar.

NOTE
Before removing the cable, tie anring
to the cable end. This string can be
used as a draw cord when installing I

newchokecabkr.

CLUTCH CABLE REPLACEMENT

RemoV1lthe fueltlnk.
RemoV1l the clutch cable rrom the lever.
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Loosen the lock nut on the eogin. and
reme.... the clutch cable from the clutch
lever.

NOTE
Befonl remo\'ing the clutch cable. con·
nectiilltringtothf!endofthecable!lO
Ullt a n_cable can be instaliedeillSily
by USinli ttlis string as a draw cord.

Adjust the clutch cable after repllCem'nt
IPage3-191.

THROTTLE CABLE
REPLACEMENT

Remove tnefuel tank.
Remove the right handlebar switch/throttle
hoU5ing.
Remo...e the throttle cables from the throttle
pipes.

nit the engine forward (Page ~11.

Remove the throttle cables from the carbu­
reton.

Adjust throttle cable free play (Page3.fl).

Date of l$We: March, 1978
ClHONDA MOTOR CO., LTD. 13-13
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FRONT WHEEL/SUSPENSION

FRONT WHEEL
FRONT WHEEL REMOVAL

Rem~ the speeOOmetM cable set 1Crew and
the speedometer cable.

Remove the rl(lht and left side caliper auem­
bliesby Ioosenr.g the allen bolts.

NOTE
Do not operate the front b e r
after removing the front wheel. To do
$0 will causa difficulty in fitting the
brake disc between the brake pads.

Remove the fight and left axle holden.

Remove either front brake caliper.
JBckuptheengineuntiltheforksclearthe
front axle and remove the front wheel.

FRONT WHEEL DISASSEMBLY

Remove thl Ixle nut, speedometer gtIl1f" box.
axle andcoUar.
Remove five bolts anddisC5.

13-14
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WHEElINSPECTlON

Alm'IOvetheretliiner,
Remove the bawiogs and the distance collar
from the hub.

FRONT WHEEL INSPECTION

WHEEL BEARING:
Check wheel bearing play by pl«:ing the
wheel in a tl'1Jing rtand and $pinning the wheel
by hand. R.pl.::, the beafings with new ones
ifthevar.noisvorh~exCftisiveplay.

I

tw_ot-.- PLAY

FRONT WHEEl/SUSPENSION

~HONDA
~ CBX

If the bearingslr8removed,thevshould
be reptaced with new ones.

NOTE

Check the rim runout by placing the wheel in
I truing nand. Spin the whHl slowly and
relldtherullOutusinlladialindicatorllauge.

SERVICE LIMITS:

RADIAL RUNOUT: 2.0 mm 10.08 Inl
AXIAL RUNOUT: 2.0 mm 10.08 inl

NOTE

The COMSTAT WHEEL cannot be re­
~i~ and must be replilCed wfth a new
one if the servic::e limits 8R' exceeded.

Date 01 Issue: March, 1978
WONDA MOTOR CO., LTO. 13-15



FRONT WHEEL/SUSPENSION

AXLE INSPECTION

~HOl\TDA
~ cax

Set the axle in V bloch and measure the
runout. The actual runout i1 112 of TlR
{Total Indicator Reading!.

SERVICE LIMIT: 0.2 mm (0.008 in)

FRONT WHEEL ASSEMBLY

5.5--6.5kll-m
(40-47 fHbl ...-

~~'@J!
2,7-3.3kitm
'20-241<-1b) ~

~

NOTE
The CQMSTAR wheel has no rim
band.
The front wheel uses a tubeless tira.
For tubeleutire repair, refer to the
TUBELESS TIRE MANUAL {Code
No. 6141550l.
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Pack all bearing C8vitles with gruse.
Drive in the right bll8ring first.
P~ssthedirtilncecollarintoplac,.

NOTE

Be Cl!rt8in th' distance collar Is in
position before innaliing the bearings.

Drive in the lllftbe.ing,

NOTE

DrivethebearinlllQUarety.
Drive the bearing InlO position,
making sur. that it is fully sell'ted
and that ttll Silled side is facing
O'JI.

Imtall the be.... ing rltliM!" with the tool
ll5edto remO'o'eit.

NOTE
Inspect dl. reuiner. lfth,threlldsue
damaged,;tshooldbe replac:ed.

Install the !leal and the bearing retainer.,d
peen the edge ot the r8rlin'r.

NOTE

The spoke plate bolts end nuU requir.
norlltlghtenlngslnutheyaresecured
with lock pins. Dono, remove tha pins.

Install tile speedomllter gnr retainer.
Lubricate the Insldl of the oil seal and
install it.

Install the 5pllec!ometer geer in the whltel
hub,aligningthetangswlththeslou.

Date of Issue: March, 1978
OiONOA MOTOR CO., LTO.

BEARING DRIVER HANDLE (AI
BEARING DRIVER OUTER (42 K 47 mml~_
8EARINGDRIVERPllOT(15mml tj ~

13-17
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FRONT WHEEl/SUSPENSION

lnstalltheleftandri~tdiscs.

TORQUE: 27-3.3 k!tm 120-24 ft·lb)

Install the left side collar and axle.
InmllttlelXlenut.

TORQUE: 5.5-6.5 q.m (40-47ft....1

Clean the brake discs with iI high quality
degreasing~

FRONT WHEEL INSTALLATION
Fit the calipers over the discs, taking cere
IlQt to damage the brake pads. Instilll the
caliper mounting bolts.

TORQUE: 3.0-4.0 k"", 122-29 ft·fb)

Install the lXI, holder-s with the "F" arrow
forward. Tighten the forward ax'e holder
nutsli~tly.

Ti!fl~therightaxleltoldernutstotna

specified torque, starting with the forw.ro
~..
TORQUE: 1.8-25 kt-m 113-18 ft·lbl

Mt!lISIKe the Ol.Itsidesurface of the left brlke
disc and the rtar of the left caliper holder
with a 0.7 mm (0.028 in) feeler gllllge.
If tna gauve cannot be inserted, pull the left
fork Ol.It until the gauge can be imerted.
Tighten the left holder nuu.
l1'Iere should be at least 0.7 mm (0.028 inl
clearance between the caliper holder and
disc.
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FORK REMOVAL

I

13-19

FRONT WHEEL/SUSPENSION

Date of 1l6Ue: March, 1978
ClHONDA MOTOR CO., LTO.

Do not loosen the brake hose unless
necessary.

Repeat this operation forth. remaining fork
teg.

NOTE

Remove the front fender.

FRONT FORK OIL CHANGE

Remo'le the handlebar set bott and filler PIu9.
PlICe • pan below the for1t, remo¥e the drain
plug and allow the flrtoil to dnroin.
Compreu the suspension a few times to com­
p1etelydraintheforil.
Refitlth.fot1c.P'9l! 13-23.

REFIL.L CAPACITY:
167-162 ec 15.3--5.5 onl

Aemove the front 1OAl1191.
Remove the brake calipers.

FRONT FORK

~HONDA
~ CBX



FRONT WHEEL/SUSPENSION

RemOI/fl tM handlebar set bolt.
loosen tM handlebar mounting bolt.
Loosen the top and bottom fork pinch
bolu.
Remove the fork assembly.
Remove 1he fork tubes !Tom the bonl)m fork
bridge, rotatinll them by hand,

NOTE
If the fork has been removed dlH! to
accident damage, the stem and crown
should De checked for alignment and
the Dearlngs for damage.

Remove the oil filler plug:s end drain the
fork legs.

FORK DISASSEMBLY

~HONDA.
~ CIX

Remove the socket from the bottom of tha
fork leg.
Remove the fork tubes and piston.

NOTE
• Hold the fork slider in a vise with

$Oft jaws. being careful not to over·
tlghtenit.
TemporarilV install the spring and
fork bolt shoukl difficulty be en·
countared in removing the bolt.

OIL SEAL REMOVAL

Cerefullv remove the oil seal with a screw­
driver.

NOH.
Avoid damaging the inner and outer
surfaces of the slidar when removing the
seal.
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SPRING FREE LENGTH
INSPECTION

Oieek the free ~n¢'I of the for1c spring.
R~laoe it if it does not meet the specifica­
tion.

SERCICE LIMIT: 552.0 mm {21.7 in}

FORK TUBE/FORK SliDERI
PISTON INSPECTION

FRONT WHEEL/SUSPENSION

~~'~fr-"-\\~I
~L_~

Check the fork tut-. fork lljde~ and pinons
for score marks, $Cfatc:h~. (lI'" excessive or
abnormal wear. replacing those which cannot
be reused.
Remove the fork seal. Measure the inside
diameter of the guide bushing.

Measure the outside diameter of the fork
lube and check the condition of the tube
pinon and rings.

F,ontforksliderl.D.
SERVICE LIMIT: 35.25 mm 11.388 in)
Front fortc tube 0.0.
SERVICE LIMIT: 34.85 mm t1.3n in)

FORK TUBE INSPECTION

Set the 'or1c: tube in V blocks and read the
runout. Take 112 TlR to determine the
BCwsl runout.

Date 01 Issue: March, 1978
@HONDA MOTOR CO., LTD.

RUNOUT
SERVICE LIMIT:
0.2mm lO.OO8inl
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FORK ASSEMBLY

FRONT WHEELlSUSPENS10N

~HONDA
~ CBX

~AXlEHOlDER...
•..

FORK BOLT
2.0-3.0 kg-m -----6;;
115-22fHbJ

SPRING----.l~

PISTON RING------&··.._·1
fI

FORK TUBE e-. OUST SEAL

{J---OIL LOCK

~"JI'J---OILSEAl

FOAKSUDER

OIL SEAL INSTALLATION

Dip the new fork se~1 in ATF and install it in
the slider using the fork leg as a guide for the
seal driver.

Drive the oil seal into position until the snap
ring groove appears.
Install the linap ring ~nd dust cover.

13-22

FORK Oil SEAL DRIVER BODY
FORK Oil SEAL ATTACHMENT (El
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InstaU the pinon and fork tube.
Apply a lodcing 1gent to the bolt thfe~

and un~ide of the bolt ....d torque to the
~fjedtl!nsjon.

TORQUE. O.8-1.2kg-m (6-9ft-lbl

NOTE

I ~~j;e~t overtighten thl fork slider in I

FILLING WITH Oil

Use ATF (Automlltic Trarl$fnission Fluid) to
fill the front fork.
OIL CAPACITY:
177-182 cc 16.0--6.2 OZI) at ilSsembly

NOTE

I~~~~~:~fi~ecified amount of ATF. Do I

Slid. !he fork spring .,d spring seat into
po$ition.
aean the fork bolt.nd tighten.

TORQUE: 2.0-3.0 kg-m (16-22 ft·lbl

NOTE

Place the fork tube In a vise with
$Oft laws, ilVoiding the sliding sur­
f~.

Note the spring direction.

Date of Issue: May. 1978
© HONDA MOTOR CO., LTO.

~
I I
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DOWN RAG OR SOFT JAWS
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FRONT WHEEL/SUSPENSION

FORK INSTALLATION
Install the fork tubes in the foric top bridge
and steering stern. while rotating them by
hand.
Position the for1c tubes $0 that the lIiillning
lines are even with the fork top bridge.

Tighten the right and left handlebar rnounting
bolts.

TORQUE: 2.8-3.2 klt"m (20-23 tt·lbl

NOTE
Before installing the handleD1ir mount·
ing bolts, coat the bolts threads with oil.

Torque the foric tube pinch bolts at the
ste.ringstem.

TORQUE: 1.B-2.5 k,.m (13-18 ft-ibi

Torque the foric tube pinch bolU at the top
tridge.

TORQUE: 0.9-1.3 klt"m (7-9 ft-lbl

Instatl the fender.
Instelltlwbr.k.caliper.
$ecure lhe brake hose.
InstelF the front wheel.
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Remove the hilfldleban.
Remove the inwumenu (Page 13-6).
Remove the he«llight a:nembly and dhcon­
oectthewiring(PagelJ.51.
Remove the 2·way joint assembly.
Remove the wheel and forks.
Remove the fuse cover.
Remove the fork top brld\lll.

~HONDA
~ CBX

STEERING STEM
STEM REMOVAL

RI'n'lOYiI the top thread nut.
RllfTJOYe me 5teering stem.

Remove the lower steering stem ~ng.

Deteaf Issue: March,1978
©HONDA MOTOR CO., LTO.

FRONT WHEEL/SUSPENSION
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FRONT WHEEl/SUSPENSION

Install a dust seal onto the steering stem
end drive the lower be.rlng Inner rece oyer the
stem with the special tool. STEERING STEM DRIVER

07946 - 3710600

Cfi!J\HONDA
~ CBX

NOTE

1::::.iIC8thebe.ing llldbearingrlCllas I
Remove the upper bearing (101 with the
speci,Itool.

Remove the lower be"r1ng rao::e with the
specieltoo!

NOTE
11 the motorcyclehes been Involyed in
an accident, ex,mlne the eree eround
the steerinllhead for cracks.

13-26

STEERINCi STEM DRIVER
7946- 3710600

STEERING STEM DRIVER
07946-3710600

BEARING RACE REMOVER
07946-3710500

Dale of Issue: March, 1978
ClHONOA MOTOR CO., LTD.



TOP BRIDGE INSTALLATION

STEERING STEM INSTALLATION

Date 01 Is;we: March, 1978
OHONDA MOTOR CO., lTD.

I
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FRONT WHEEL/SUSPENSION

~HONDA
~ CBX

Drive the upper bearing oute1" race Into the
hIIad pipe with the special tools.

Temporarily hold the front fork legs bV
tightening tha steering stem fork pinch bolu.

Install the front fork legs.
Position the fork tub!!'sso that me upper
ends are even with the steering head ad]uster.

Drive the lower bearing outer race into the
head pipe with the special tool.

PlICkthe bearingc3\lities ..... ith bearing grease.
In5llrt the steering stem into the steering
head pipe and install the upper bearing inner
,~.

Install the stl!t!ring head top nut end tighten
to 3.0-4.0 kg·m 122-28 ft·lbl.
LOO$8n the t09"ut and retighten to 0.8-1.2
k~m (6-9 ft·lbl.



Torque the steering nem nut.

TORQUE: 8.0-12.0 kg-m (58-87 ft·lb)

Torque the bottom bridge fork bo\n.

TORQUE: 1.8-2.5 kg-m (13-18 ft·lb)

Install the following:

H.ndlebtn
Instruments
Hndlight
Ftontfendtr
Ftontwtleel

13-28

FRONT WHEEL/SUSPENSION

~HONDA
~ (BX

Date of Issue; Mllrch,1978
D-lONDA MOTOR CO.. LTD.
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Date of Issue: March. 1978
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r::i!\HONDA
~ CBX 14. REAR WHEEL/SUSPENSION

SERViCE INFORMATION

TROUBLESHOOTING

REAR WHEEL

SHOCK ABSORBER

SWING ARM

SERVICE INFORMAlION

14-1

14-2

14-3

14--8

14-11

WORKING PRACTICE

The rear wheel uses II tubeless tire. For tubeless tire repairs, refer to the TUBELESS TIRE MANUAL, code No.
6141550.
00 not remove rivets, nuts and pins from the rim, spoke plate and hub.
Never ride on the rim or try to bend Wheel.
Avoid damaging the aluminum alloy rim.

SPECIAL TOOLS
Common Tools

Bearing Driver Handle (AI
Bearing OriverOuter(62x 68 mml
Bearing Driver Outel'" (52 x 55 mmJ
Be.ir'lQ Dri_ Pilot (20 mml
Beilfintl Dri¥er Pilot (25 mm)
Rear CushiOl'l Comprnssor
Rettil"ler Wrench Body
Retainer Wrench A.

07749--0010000
07746-0010500
07746--0010400
01746-0040500
07746-0040600
07959-3290001
07710-0010400
0771G-0010100

TORQUE VALES
Rear brakt disc
Orivensprock't
RNraxle
RNT shock absorber
Swing arm pivot bolt
Rur brake rod nut

SPECIFICATIONS

2,7-3.3kg-m (20--24ft-lbJ
8.Q-l0.0kll·m 158-72h-lbJ
8.0-10.0 kg-m 158-72 ft·[b)
3.0-4.0 kll·m 122-29 ft-Ib)
6.0-7.0kg·m (43--51 ft-Ib)
1.8-2.6kg·m (13-18ft-lbl

I

STANDARD
Axlarunout
Rear wheel rim runout Radial

Axial
Shock ab$orber spring free [ength
Swi arm buv.ing 1.0.
Swing arm collar 0.0.

Data of Issua: March, 1978
ClHONDA MOTOR CO., lTD.

2S4.2 mm 110.0 in)
21.500-21.55 mm
21.427-21.460 mm (0.8436-0.8449 in)
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TROUBLESHOOTING

WobbiB or Vibration In MotoreydB
1. Di$tortBdrim
2. LoosewneBlbearing
3. Loose or di$lortBd spoke$
4. faulty tire
5. Looseaxle
6. Tirepreuureincorreet
7. Swing arm bushing worn

SoftSu~ion

1.Weak$prlng
2. Shod: l\b$orber improperly adjuned

H.-dSuspension
1. Shoclr.lbsorber,imi>!"operlylCljuned
2. Bent $hock absorber

14-2

REAR WHEEl/SUSPENSION

Suspentioo Noise
1. Shock case binding
2. Loosefastenen

~HONDA
~ CBX

Dileo' lS$Ue: M¥ch, 1978
ClHoNDA MOTOR CO., LTO.
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REAR WHEEL/SUSPENSION

REAR WHEEL REMOVAL

REAR WHEEL

r;;;g,HONDA
~ cax

RemO\ltlthereardisc.
loosen the driven sprocket nuu.

Date of Issue: March, 1918
ClHONDA MOTOR CO., LTO.

REAR WHEEL DISASSEMBLY

Do not (lI)ltfat' the re.t brllke pedli
afterremO\l'ingth'f•• wtleeL
To do $0 will cauw difficulty in r.fittiog
the brake di$c between the br,k. pads.

NOTE

Remove the driven flange from the wheel
,,"b.
Remove the driven sprocket.

Place the motorcycle on its cenl'r stand.
Loosen the drive dlain adjuster lock nuu arKI
bolts.
Remove the cotter pin from the (I. axle and
loosen the nut.
Pull the adjusli'f'S down, push the wheel for­
ward Inci remOlfll the drjve ch.in from the
drive sprocket.
Remove th. rear white!.
RemOlle the r'i1r axle,



REAR WHEEL/SUSPENSION

Removethebearingrelainer.

AXLE INSPECTION

Set the axle In V blocks and read the exle
runout.
The actual axle runout is 1/2 of TIR ITo181
Indicator Reading).

SERVICE LIMIT: 0.2 min 10.008 in)

r::ii\HONDA
~ CBX

REAR WHEEL BEARING PLAY
INSPECTION

Check the wheel bearing play by rotating me
wheel \)y hlllld. Replece the bearing with new
OJleS if they are noisy or have excessive play.

14-4

PLAY

~__.--PLAY

Dateofluue: March, 1978
0I0NDA MOTOR CO.• lTD.



~HONDA
~ CIX REAR WHEEL/SUSPENSION

REAR WHEEL RIM RUNDUT
INSPECTION

Check the rim for funout by placing the wheel
in a truing sund. Spin the wheel slowlV. end
read the runoutuslnlladiel indicator.

SERVICE LIMITS,
RADIAL RUNOUT: 20 mm 10.08 inl
AXIAL RUNOUT, 20 mm 10.08 inl

NOTE
The COMSTAR WHEEL cannot be wrYic­
M Bnd mun be replaced if the above
limitsar.exceeded.

FINAL DRIVEN SPROCKET
INSEPCTION

Chedt the condition of the fin.l dr~n iJWock­
ttuettl.
Replace the sprocket if wom or dinorted.

NOTE
If the final driven sprocket requires re­
placement, inspect the drive chain and
driveliprocket.(See3-16)

DAMPER RUBBER INSPECTION
Replace the damper rubbers If they aredamag­
edordateriorated.

Date of l5SI.Je: March, 1978
o-tONDA MOTOR CO•• LTD.
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REAR WHEEL ASSEMBLY

NOTE

REAR WHEEL/SUSPENSION

~HONDA.
~ CBX

The rear oMleel uses a tubeless tire. F
tubel&S$ tire repairs, refer to TUBELE
TIRE MANUAL.

BEARING
RETAINER

FINAL DRIVEN
FLANGE

~..,.~EARINGRETAINER

'l1flO. BD-l0D kg-m

........ ...---159-72 ft-Ib'. ."'"..~
FINAL DRIVEN ~
SPROCKET ~

,-------------
DRIVEN FLANGE SIDE:
BEARING DRIVER HANDLE (A)
BEARING DRIVER OUTER (62 x 68)
BEARING DRIVER PILOT (25)

Pack all bearingcavitieswlthgruse.
Press the distance collar il1lo place from the left
side.
Drive the right ball bearing first, tMn the left
ball bearing.

WHEEL HUB SIDE:
BEARING DRIVER OUTER

(52 x 55)
BEARING DRIVER PILOT (20)

14-6 Date of Issue: March, 197B
ClHONoA MOTOR CO., LTD.



~HONDA
~ CIX

IIl1lall the bearing retainer with the sam. tool
that was lind to remove it. Peen it to the hub.

NOTE
Check the condition of the bearing re­
tliner.
It the thrt!ads Ill'1! damaged, the ret'iroer
should be replaced.

Install the rear brake disc and nut.

TORQUE: 2.7-3.3 kg-m l20-24 ft-lbJ

Clean the bfake disc with a hiit' quality de­
gre8$i~a~t.

InnlUthetinaldrivensprocket.

TORQUE: 8.0-10.0 kg-m 158-72 ft·lbl

Date of Issue: March, 1978
ClHONDA MOTOR CO~ LTD. 14-7
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REAR WHEEL INSTALLATION
Install the rear wheel in the rlveru order of
removal.

NOTE
, When instilling the wheel, fit the

brake disc betwIen the brake pads
carefully.

• After innalling the .....,.el. epply the
brakesseverel times end th,ncheck if
the wheel rotates freely. Recheck the
v.tIeel if tht bnlkedrags or if thewneel
does not rotate freely.

Use a oewc:otter pin for securing the exlenlll.

TORQUE: 8.0-10.0 kfl"m t58-n h--lb)

AdjU$t the driv1l chain free play. ISM 3-18)

SHOCK ABSORBER
SHOCK ABSORBER REMOVAL
Remove the upper and lower shock absorber
mounting bolu and nuts and rlmovtl the
shock absorbers.

14-8

~HONDA
~ CIX

Date of Issue: March, 1978
ClHONDA MOTOR CO., LTO.



CiJ\HONDA
~ CBX REAR WHEEL/SUSPENSION

REAR SHOCK ABSORBER COMPRESQR

SHOCK ABSORBER DISASSEMBLY

Compress the spring just enough to remove
the locknut.
LootIl'l the lock nut and remove the top eye.

SHOCK ABSORBER SPRING FREE
LENGTH

Di$auembletheunit.
Measure the fre, length of the spring. h,spee::t
the5hock bodv for oil leaks.

SERVICE LIMIT: 249.5 mm t9.82 inl

SHOCK ABSORBER ASSEMBLY

NOTE

Date of Issue: March, 1978
ClHONDA MOTOR CO., LTD.

UPPER JOINT

LOCK NUT
'-3.5-6.0 kg·m (25-43 ft·lbl

~STOPPER RUBBER

~ .......SPRING ADJUSTER

~--
14-9



REAR WHEEL/SUSPENSION

NOTE
Apply locking Itgent to the lock nut
at time of assembly.

SHOCK ABSORBER INSTALLATION
TO«lue ttle lhock ab50rber bam and nutS.

TORQUE: 3.0-4.0 kt"ft'lI22-29 h-Ibl

Adjust the right and Ieltabsorball equally with
the spring adjuster.

Check shock absorber oparation after installa­
tion.

14-10

~HONDA
~ CBX

~
1 IT III 'N V

STANDARD: I

Date of t$Sue: March, 1978
ClHONDA MOTOR CO., LTD.



REAR WHEEL/SUSPENSION

SWING ARM DISASSEMBLYI
ASSEMBLY

NOTE

SWING ARM REMOVAL

Remove the rearwtlee1. IPagt 14-3)
Oi!lCOnnect the re_ brake torque rod from the
br.kecaliper.
Remove the drive cnain gU8rd.
Remove the right and left shock absorbers.
Removo the swing arm.

Drive the bushings into place. with I
soft hammer, making sure that they
Irllnotdamagocl.
Lubricate with grease after installation.

SWING ARM BUSHING 1.0. SERVICE LIMIT:
21.7 mm (0.854 in)

SWING ARM COLLAR 0.0. SERVICE LIMIT:
21.4 mm (0.843 in)

SWING ARM

Ci!\HONDA
~ cax

SWING ARM INSTALLATION
PIp the driVfl chain over ttle swing arm.
Tighten the swing arm pivot bolt.

TORQUE: 8.0-7.0 kg·m (43-51 ft·lbl

InsuU the shock absorbers.

TORQUE: 3.0-4.0 k~m 122-29 ft·lb)

Install the rear wheel.

Oeteoflssue: March,1978
ClHONDA MOTOR CO" LTD. 14-11
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HYDRAULIC BRAKE

~HOND.A
~ CIX

3.0-4.0kg·m
(22-29tt·lb)



~HONDA
~ cax 15. HYDRAULIC BRAKE

SERVICE INFORMATION 16-1

TROUBLESHOOTING 15-2

BRAKE FLUID REPLACEMENT/AIR BLEEDING 15-3

BRAKE PAD/DISC 15-5

FRONT BRAKE MASTER CYLINDER 15-8

FRONT BRAKE CALIPER 15-11

REAR BRAKE ~ASTER CYLINDER 15-14

REAR BRAKE CALIPER 15-17

BRAKE PEDAL SHAFT 15-20

SERVICE INFORMATION

WORKING PRACTICE

Th. front and re. brakes ~n be feml)v«l without disconnecting the hydraulic system. 01101 the hvdreulic systems
I'Iavt! been opened, or if the brakes feel spongy, the 5ystem murt be bled. Do not allow fOf"eign materi.1 to enter the
system when filting the reservoirs. Avoid spilling mke fluid on ll4inted surfaces at' in$lt\ll'Nnt lenses. 1$ SlMInI dilfl'lage
will result. Alwavs check brake operation before riding the motorcycle.

SPECIAL TOOL
Snap Ring Pliers 07914-3230001

TORQUE VALUES
Brake hose bolt
Front br.ke caliper.brackel
Front brake catiper
Rear brake caliper
Re.rmastercylinder
Relr brakl!rod nut
Rear axle nut

2.5-3.5kg-m (18-25ft·lb)
3.0-4.0 kg-m (22-29 ft·lbJ
1.5-2.0~ 111-15ft·lb)
1.5-2.0kg-m (11-t5 ft·lb)
3.0-4.0kg-m (22-29 ft·lb)
1.8-2.5 kg·m (13-18 ft·lb)
8.0-10.0 kg-m (58-72tt·lb)

SPECIFICATIONS

I

Date of Issue: March, 1978
ClHONOA MOTOR CO., LTD. 15-1



TROUBLESHOOTING
Brake LeverlPlldal Soft or Spongy
1. Air bubbles in hydraulic syst.m
2. Low fluid level
3. HydraulicsVltem leaking

Brake Lever/Pedal Too Hard
1. SlickinllPiston(s1
2. CloggedhydraulicSYSlern
3. Padslliazed or worn eKoessively

BrabsDrag
1. Hydnulicsysternsticking
2. Incorrect adjlJ'stment of lever or pedal
3. Stickingpiston/sl

15-2

HYDRAULIC BRAKE

Brekes Gl'lIb or Pull to One Side
1. Pads contaminated
2. Fault in one side of front brake
3. Oiscor wheel misaligned

Brakes Chatter or Squeal
1. Pads contaminated
2. EKcessivediscrunout
3. Catiper installed incorreetly
4. Oiscorwheelmi5lligned

r::i!AHONDA
~ cax

Oateoflssue: March,1978
()HONDA MOTOR CO., LTO.
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BRAKE FLUID REPLACEMENT/
AIR BLEEDING
Check the fluid level with the fluid re$l!rvoir

pw.llel to the ground .

. Install the diaphrogm on the rnerPOir
when operating the brake fdPtT ~doi.

Failure to do j() ...>i11 allow brake fluid
10 squirt out of rhe ff!SUl'Oir during
bnJuo~/'tltion.

. Al'Oii spilling fluid on pabfted SUI'­

{1KeS. Pl4Ct! a rug o~er the fuel tlUfk
Whenel'eT the s}lstem is serviced.

BRAKE FLUID DRAINING
Connect a bleed hose to the bleeder valve.
LOO$lln thl caliper bleeder valve and pump the
brakal",.r(orpedal).
Stop operating the lever lor ped.lIl) wh,n no
fluid flows out of the bleeder valw.

BRAKE FLUID FILLING

NOTE
Do not mix different brands of fluid
since they may not be compatible.

Close the bleeder valve, fill the reservoir, and
innall the diaphragm.
To prevent piston overtravel and brake fluid
sMp.ge, keep a 20 mm (3/4 in) $~ce to the
handlebar grip when bleeding the front brake
system. Pump up the system prl!$Sure with the
lever until IMre are no air bubbles in the fluid
flowing out of the reservoir small nole IIOd
lever lor pedal) resistance is felL

Date of Issue: Milrch,1978
ClHONOA MOTOR CO., lTO. 15-3
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AIR BLEEDING
NOTEI~:~. procedure fO( tile front and rearl

NOTE
Use only DOT 3 brake fluid from a
M.ledeontainer.
Do not mill brake fluid brands .nd
nev.,. re-use the contaminated ftuld
which has bei!n pumped out during
brake bleeding, because this will
impair the efficiency of the br.ke
system,

i) Squeeze the brake lever (or depress the
brake pe-dall, open the bleeder valve 1/2 turn
lhenclosethevalve.

NOTE
Do nOI release the brake lever lor pedall
until the bleeder valve has been closed
again.

ii) Release the brake lever (Dr pedal) slowly
and wait sever.t seconds after it reaches the
end of its travel.

Repeat the .bove steps 01 and fiji until bubbl!$
~se to appear in the fluid at the end of the

"""'.

15-4
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BRAKE PAD/DISC
FRONT BRAKE PAD WEAR CHECK
Replace the front bnIke pads if the red line on
the 109 of the pads reaches the edll! of the
brak'dJ5C,

NOTE

FRONT BRAKE PAD
REPLACEMENT
RemoVll the two caliper allen heild botts.

Lift off the caliperlMld remO'ieboth brake pads
end the Jhim.

Instell the new brake pads and the shim.

NOTE
Install the shims with the'G'facingup.
Push the piUon all the way in.
Check the brake fluid level in the
brake mastll!r cylinder rnervoir as this
C8U$eS the levet to rise.
Always replac:e the brake pach in pel'"
to lI$Sureeven disc pressure.

Il1$pect the piston boot for dllrnllgll or detl!f'io·
ration.

Date at Issue: March, 1978
ClHONDA MOTOR CO., LTO. 15-5
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HYDRAULIC BRAKE

Install tha brake caliper with the two allen
head bolts.

TORQUE: 1.5_2.0 kg.m (11-15 tt·lb)

NOTE
I Tor(JJe the bolts evenly in 2·3 ste~.1

REAR BRAKE PAD WEAR CHECK
Replaeethe .... ~lkepadslfthe red line on the
top of the pads rnches the edge of the breke
disc.

NOTE

REAR BRAKE PAD REPLACEMENT I
Remove the two caliper allen head bolts.
Lift the caliper off and remove both brake
pads and shim.

NOTE
. Alwaysrepla<:e !hebreke peds in pairs

to assure even disc pressure.
Instell the shim on the piston side with
the" -0" in tha direction of normal
wheel rotation.

15-6 D.ateoflssue: March,1978
ClHONDA MOTOR CO., LTO.
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HYDRAULIC BRAKE

Inspect the condition ot the dust coven:.

Insert the pin through the caliper bracket with
the dllmferrecl end facing as shown.

~HONDA
~ CBX

Install the brake caliper with the two allen __"..-";;§'.,......_.
bolts.

Inspect the pis Ion boot for damage or deterio­
ration.

Measure the di$C thIckness.

Press the pilton back into the caliper. Child<:
the brake fluid level in the brekll mastercylin­
der reservoir 85 this C8U$E!S the level to rise.

1 Torque the bolu Il".nly in 2-3 steps..

TORQUE: 1.5-2.0 kg-m 111-15 ft.Jb1

NOTE

DISC THICKNESS

Date of l$$Ue: March, 1918
ClHONDA MOTOR CO., LTO.

SERVICE LIMIT:
FRONT: 4.0 mm lO.16 10)
REAR: 6.0 mm (0.24101



BRAKE DISC WARPAGE
Measure briilke dlscwarp;lge.

SERVICE LIMIT: 0.3 mm 10.0121nl

FRONT MASTER CYLINDER
FRONT BRAKE MASTER
CYLINDER DISASSEMBLY

Remove the master cylinder.

Remove the boot.
Remove the circlip from the master cyllnderbod,.

15-8

HYDRAULIC BRAKE

r:::iJ\HONDA
~ CBX

SNAP RING PlEAS

07914-3230001

Date of Issue: March,1978
©HONDA MOTOR CO., LTD.
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Remove the stop plate. secondary cup and
masterpis10n.
Then remove the primary cup .,d spring.

Remow the bralu! fluid Il!servoir from the
manercylinderbody.

Cleln the inside of the master cylindel" III'ld
reservoir with buke fluid.

FRONT MASTER CYLINDER I.D.
INSPECTION

Musure the master cylinder 1.0.
Check the master cylinder for scores, scrltches
ornic:l(,.

SERVICE LIMIT: 15.925 rom (0.6270 in)

FRONT MASTER PISTON 0.0.
INSPECTION

Measure tne rnaster piston 0.0.

SERVICE LIMIT: 15.815 rom \0.622610)

Check the primary cup and secondary cup for
dam&gO before assembly.

Date of 1$$00: March, 1978
ClHONOA MOTOR CO., lTD.

HYDRAULIC BRAKE

1
" Sl'RING~ /DIAPHRAGM

MASTER P1STON~ ~RESERVOIR
PRIM~ ~~

~ i ~~~I~ri~~~~E~y

15-9
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HYDRAULIC BRAKE

Cii'\HONDA
~ cax

~

~
MASTER
CYLINDER

Install the boot, washer and clip.
Install the rl!Sll!fVoir on th. master cyolinder
""king sure that the a·ring is in good ton­
dition.

Dip the piston cup in brake fluid before
assembly.

Assemble the master cyoUnder. Coat all IYrts
with clean brake fluid before lI$$ol!mbly.
Place the spring on the check valve. Install
the spring and v.lve ,ogether.

Place the master cylinder on the handlebar and
install the holder and the two mounting bolu.
Torque the top bolt first. Install the oil hose
with the bolt and in two sealing washers.
Install the brake lever.
Before installinglhe lever nut, innall therublJer
tube from the bottom side otthe cylinder, the
plate, and nut.

Fill the reservoir to the upper level and bleed
the brake system according to Plll/ll 15-3.

15-10 Date of Issue; ~ch. 1978
('HONDA MOTOR CO., LTO.
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FRONT BRAKE CALIPER

FRONT BRAKE CALIPER
DISASSEMBLY

Place I clean oontainer under the CfIliper and
disconnect the brake hose bott. Loosen the two
insidt allen bolts. Remove the tvw) ouuide allen
boluandthaeilliper.

NOTEI~:~~:pilling brake fluid or1 painted I

Remove tho inside aUen bolts and sepJrate the
t'IVOealiperhalves.
Ob$8IV' the position of the pad spring.
Remove the piston boot and boot clip.

Place 8 $hop towel oyer the piston to prevent
ttle piston from coming out, 'rld pm;ition the
caliper with the pinon down.
ApplV • $ITl811 amount of air pressure to the
fluidlnl.t.

ElCamine th, piston and cylinder for scoring 01'

scr.tches and replace if necessary.

Dill of lswll: March, 1978
ClHONDA MOTOR CO., LTO.

800TCLIP
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Remove the oilliesl by first pushing It into the
cylinderaslihown.
Clean the caliper grooveli with brake fluid.

FRONT CALIPER PISTON 0.0.
INSPECTION
Chs<:k the piliton for liCOl'ingor liCr1tches.
Mealiure the ouuide diameter of the piston
with iI microrneter.

SERVICE LIMIT: 42.765 mm (1.6837 inl

FRONT CALIPER CYLINDER I.D.
INSPECTION
Check the cslipllr cylinder for scoring or
scriltches. Messure the Inside diameter of the
caliper cylinder bore.

SERVICE LIMIT: 42.915 mm (1.690 in)

15-12

HYDRAULIC BRAKE

~HONDA
~ CBX

Date of Issue: March. 1978
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FRONT BRAKE CALIPER
ASSEMBLY SILICONE GREASE OR

BRAKE FLUID 00T·3

~HOND.A
~ CBX

SEAL

HYDRAULIC BRAKE

@-.

- ~1\~'"''" ~.o::.~~:,"".".m

- .,,~::.:::-lt..-
Assemble the caliper in the feY1!rse ord~ of
disassembly. The oil se.1 must be Il!placed with
a new one whemlver removed. lubricate the
piston and seal with I medium grade of Hi­
Temperature silicone grease or brake fluid
before assembly.
Be certain the piston seal is seated in the
c;alipergroove.
Place the piston in the caliper with the boot
lip facing out. Instln the boot and clip 00 the
pilton,

lmUlI the front brake caliper assembly (page
15-51.

Install the outside allen bolts. Install the oil
bolt and the two sealing wuhers.

Fill the brake fluid r818rvoirand bleed the
frontbrakesystem!page 15-4).

Date of 15Sue: March, 1978
WONDA MOTOR CO" LTD. 15-13



FRONT CALIPER BRACKET
DISASSEMBLY

Remove the $ptaOomrler cable clamp.

Remove the two caliper bracket attaching
bolU.nd relTlO\'e the brekecaliper.

Remove the pins end dust covers from the
caliper bra::ket, making wre that they are in
good coodition.

FRONT CALIPER BRACKET
ASSEMBLY
Wash all removed peru with brake fluid.
Make wre th.t both pins move freely in .nd
out of the caliper pin holes.
Lubricate both pins with a medium grade
Hi-Temperature silicone grease before assembly.

1000all the caliper bracket on the front forte..

TOROUE: 3.G-4.0 kg-m (22-29 ft·lbl

InstaUthe front caliper (page 15-5).

REAR BRAKE MASTER CYLINDER
REAR MASTER CYLINDER
DrSASSEMBlY

Remove the rigt1t sklecover.
Place aclaan drip pan under the brake line.
Disconnect the brake line on the back of the
master cylinder.

CAUTION
Avoid spilling brake fluid on fNlintoo
surfaces.
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ttl mllsU!r piston, prtmllry cup andRemove e

spring. I a small amount

It may be naces:~h:o f~~~ Youtlet 10 remova

~~e ~a~:~s~~;t~n and primary cup.

Clean all parts with brake fluid.

. March, 1918
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REAR MASTER CYLINDER 1.0.
INSPECTION
Measure the inside dillffillter of the mastl!l'"
cylioderbote.

SERVICE LIMIT: 14.06 mm 10.554 in)

Check for scores, 5Cr8tctoes or nicks.

REAR MASTER PISTON 0.0.
INSPECTION
MeastKe the "",SUr piston 0.0.

DIAPHRAGM

SERVICE LIMIT: 13.945 mm (Q.549 In)

0lflCl0: the primary cup end seconderycup for
damages before assembly.

Instalt tneprimery cup ilIld piston.
Install the push rod andcirctip.
Install the boot, nut and rod eve.
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Inn~1 the milster cvli",de' on the master
cylinderbo"acbt.

TORQUE: 3.0-4.0 kg-m 122-29 ft·lb)

Connect the brOlkeh()$(l and br.ke rod.

Bleed the brake hvdraulic system after
lISS8mbly. (Page 15·14)

REAR BRAKE CALIPER
REAR BRAKE CALIPER REMOVAL

Drain the brake hvdraulle system.
Dlsconneetthebrakehose.

NOTE
Avoid spilling brake fluid on painted
surfaces and the brake.

Remove the two brake caliper bolt and caliper.

REAR BRAKE CALIPER
DISASSEMBLY

Aeferto Front Brake Caliper./Page 1!).-101

REAR BRAKE CALIPER PISTON
0.0. INSPECTION

ChICk the piston for scoring or scratches.
Measure me piUQndiamettr.

SERVICE LIMIT: 38.09 mm 11.50 in)

Date 01 Issue: March,1978
eHONDA MOTOR CO., LTD. 15-17
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REAR BRAKE CALIPER CYLINDER
I.D. INSPECTION
Check the ClIliper cylinder for JCOring Ol'"

scr,tcnes.
Measore the il\$ide dillfTleter of the caliper
cylinder bore.

SERVICE LIMIT: 38.240 mm 11.508 in)

REAR BRAKE CALIPER ASSEMBLY
Apply. thin COlt of medium IJ"Q Hi-Temper­
mre silicone IJ"IaSl or brake fluid to the
piston and seal.

REAR BRACKET

CALIPER

Install the brake line and position thlcaliper.

Install the shims, I*Is, pins ..d spring. The
,",ows on the shims must be poiMing down
when the caliper is positioned.
RepliilCll the seal between thl two caliplr halves
with a new one.

InsUll the piston M.S, pistons, boou and
clips.

Installtherearaxle,exlenlrt.ndth.c.liper
stay bolt. Torqui the stay bolt, then the axle
nut.
Install the cotter pin.

SEAL
, PISTON9. "

Align both caliperh.lve...d torque the two /
allen bolts. ,

TORQUE: 1.5-2.0ko-m(11-15ft.lbl '. SHIM PAD

<:); (!PO, TORQUE LINK

CALIPER STAY BOLT TORQUE:
1.8-2.5 kltll'l (13-18ft·lbl

REAR AXLE TORQUE:
8.0-10.0 kll·m (57.9-72.3 ft·lb)

Fill the re.rvoir to the upPer Ievll end bleed
the rear brake Iystem. (P'lll15-31

15-18 Date of Issue: M.rch, 1918
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REAR CALIPER BRACKET
DISASSEMBLY

Remove the two bolts holding the caliper
bracket.
Remove the axle nut and remove the caliper
tW"acket from the re. swing arm,

Remove the pin5 end dust cover lIOd chedt for
dimage.

REAR CALIPER BRACKET
ASSEMBLY

Make sure that both pins move freely in .-xi
out of the ealiperpin holes.
lublicate both pins with a medium grede Hi·
Tempel"lture Silicone grease before assembly.

Install the caliper brllk' on the swing a-m.

TORQUE: 8.0-10.0 kg-m (58-72ft·lb)

lrostall the f'. caliper IICCOrdiog w page 15­
18.

Date of Issue: Men;:h. 1978
ClHONDA MOTOR CO., LTO. 15-19
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BRAKE PEDAL SHm
BRAKE PEDAL SHAFT REMQVAU
INSTALLATION

NOTE
Thl brake pedal shaft can be removed
and installed without removing ttll
muffllr.

Rlmovethebrakepeclal.

Remove the allen head bolt and rod pin.
Remove the rear master cylinder.

R~etherearbrekel91t$witr::h$llrifllland

rear br.k.pec!i1I$haft.

Innall the brake return $pring as shown.
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